DIVISION Percent

LIBRARY DIVISION | SqFt of Total
ADMINISTRATION v 2,000 - 3%
AUDIO-VISUAL LIBRARY 2,151 4%
BROWSING . 472 1%
CHILDREN'S LIBRARY 12479 - 21%
CIRCULATION SERVICES 3,741 6%
F.T.L.C - HIOMEWORK CENTER 2,245 4%
F.T.1.C.- CAREER CENTER 917 2%
F.T.L.C.-LITERACY CENTER - 1,144 2%,
FICTION COLLECTION 2,145 . 4%
GENERAL BUILDING SERVICES 2,480 4%
LIBRARY ENTRANCE 1,671 3%
LOCAL HISTORY & GENEALOGY 402 1%
NON-FICTION COLLECTION 6,952 . 11%
PERIODICALS COLLECTION 2228 4%
PUBLIC MEETING ROOMS 7,894 13%
REFERENCE SERVICES 5,640 9%
STAFF SERVICES 1,619 3%
TECHNICAL SERVICES 195 0%
YOUNG ADULT LIBRARY 4,365 - 7%

Net Assignable Square Footage: 60,740 /e 100%

Non-Assignable Square Footage (@ 25%of Gross): 20247+ N

Gross Square Footage: 80,987 /

/_,,_lt.-f‘_
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Fonlana Library and Resturce Technology Cenlee

A Libris Design Building Progiam
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LIBRARY DIVISION Space DIVISION
Space Name Dev - SqgFt Ack . SqgFt
ADMINISTRATION ; 2,000
Administrative Rest Room : N/A
Administrative Staff Office : : 365,
Branch Manager's Office t oo o 131
Business Office ; ‘ 175
Conference Room 323
Copy/Printing/Fax C 55
District Clerk (Joint-Use) 105
District Librarian's Office - Joint-Use Coord. 211
Kitchenctte C$ T wa) 74,
Reception & Waiting Area , 328, !
Regional Manager's Office 233 '
AUDIO-VISUAL LIBRARY : 2,151
Adaptive Technology Visually Disabled ! 200, '
AV Collection & Seating 1 2" 11,831
AV Storage Room 120,
BROWSING 472
New Book Display ¢ -_ 472,
CHILDREN'S LIBRARY 12,479
Children's AV Collection & Seating 941
Children's Collection & Seating e 032,174
Children's Desk 204
Children's Office 142
Children's OPAC & Entrance 760
Children's Preschool Play Area ‘ 210 -
Children's Program Area ; 1,02¢
Children's Reference Collection & Seating : 75¢
Children’s Rest Room ; N/A
Children's Workroom 368
Custodial Sink & Supply Closet (X . h g
Homework Club 620
Juvenile Collection & Seating 2819 b
. L.LT.E. Center S 1 265 :
P A Libris Design Builc-l_in-'u;;rogram Fontana Library and Resouwrce Tedmo'log;r Cerfer

Repori Printed on: 1132004 82107 AM Page 4-2



LIBRARY DIVISION Space DIVISION

Space Name SqFt SqFt
CHILDREN'S LIBRARY 12,479
L.I.T.E. Office 221,
Stady/Tutering Room "A" 120
Study/Tutoring Room "B" 175
Study/Tutoring Room "C" 150
Study/Tutoring Room "D" B U B
Technology Areas 830 1 ,
CIRCULATION SERVICES 3.741
Book Drop 60
Circulation Desk 620 ¢
Circulation Work Area - 1 Con 219 9
Circulation Work Area - 2 sk . [Joon 2
Circulation Workroom 762, . >
Drive-up Book Return Window 120
Information Desk 309 «
Pages’' Work Area 185
Self-Check Out Bay 150 !
Sorting Area - 1 210 7
Sorting Area -2 232,
Storage/Supply Room 3 h 206, 1
F.T.L.C - HOMEWORK CENTER 2,245
Computer Center 945, ¢
Homework Cenfer 1,184, & '
Public Rest Rooms N/A
Service Desk (FLTC) o116 i
F.T.L.C. - CAREER CENTER 917
Career Center 917 |
F.T.L.C. - LITERACY CENTER 1,144
Literacy Computer Lab 760 ¢
Literacy Specialist's Office 159
Litcracy Study/Tutoring Area 225 ' -
FICTION COLLECTION 2,145
Fiction Collection & Seating 2,145 /
A Libris Design“;%uilding Prograny o Fontana Library and Resource Technology Center
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LIBRARY DIVISION Space DIVISION
Space Name SqFt SqFt

te 17 aa .-

GENERAL BUILDING SERVICES . , g / 2,480
Bicycle Lockers 200 ST
Custodial Workroom ;y
Friend's Book Storage & Workroom 20
General Library Storage Room 1,083
Loading Dock N/A
Mechanical / Electrical/ Elevator Equipment N/A
Public Rest Rooms N/A
Reeycling & Waste Disposal Storage 120
Shipping & Receiving 351,
Telecommunications/Data ; p 146

LIBRARY ENTRANCE - "_’" IR 1,671
Friends' Bookstore 422
Friend's Coffee Bar 649
Public Entrance & Lobby 530 1
Security Desk IR (|

LOCAL HISTORY & GENEALOGY 402
Local History Collection & Seating 402 ¢+

NON-FICTION COLLECTION 6,952
Non-Fiction Collection & Scating 6,952, i %

PERIODICALS COLLECTION 2,228
Back Issue Periodicals *c'glﬂf
Current Magazine & Newspaper Display & Seating 2,000/

PUBLIC MEETING ROOMS 7,894
Aunditorium 5490, . =
Conference Room 455 i’
Kitchenette 84/

Meeting Room 1,265 °
Public Meeting Rooms Entrance & Lobby 600/ 2
Public Rest Rooms N/A

REFERENCE SERVICES 5,640
Computer Lab > 300, !
Conference Room 225

' ;\ Librls Design Building Program Foniana Library and Resource Technology Center

Repont Printedon: 1132004 82108 AM Page 4-4-



LIBRARY DIVISION Space DIVISION

Space Name SqFt SqFt
REFERENCE SERVICES 5,640
Copy Center 285
Custodial Sink & Supply Closet 65
On-Linc Public Access Catalog (OPAC) T+ 400,
Public Rest Rooms N/A
Reference Collection & Seating 2,855,
Reference Desk 550
Reference Workroom 660
_Study,-"l‘ utoring Room A 150
Study/Tutoring Room B 150
STAFF SERVICES 1.619
Custodial Sink & Supply Closet 85
Kitchenctie 138
Staff Entrance & Lobby ;77330
Stalf Lounge 1,066
Staff Restrooms ) N/A
TECHNICAL SERVICES 195
Mending & Processing 8
Technical Services Work Area 110
YOUNG ADULT LIBRARY 4,365
Study/Futoring Reom C : 150
Study/Tutoring Room D 150,
YA Collection & Cyher Café 3465 .
YA Homework Club 609
Net Assignable Square Footage: 60,740
Non-Assignable Square Footage (@ 25%of Gross): 20,247
Gross Square Footage: 80,987
;A— Libris l_)ei-s:‘;:;.’auilding Prograrm o Fortana Libvary and Resoutc;e' ;l';a-d‘mology Center
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e _
LIBRARY DIVISION
LIBRARY SPACE NAME UNIT UNIT EXTENDED SPACE DIVISION
___ Fumitore and Equipment Q1Y SQFT  SOFT SqFt SqFt
ADMINISTRATION 2,000
'ADMINISTRATIVE RESTROOM S O NA
Commode 5 0 0
Hand Dryer 2 0 0
Mirror 2 0 0
Paper Towel Dispenser 2 0 0
Sink And Counter 4 0 0
Soap Dispenser 2 ] 0
Stall 5 ] 0
Urinal 1 ] 0
ADMINISTRATIVE STAFF OFFICE T R
Chair, Task 5 0 0
Computer, Staff Desktop 5 0 0
File Cabinet {Lateral} 5 20 100
Workstation, Clerical Office System 1 65 65
Workstation, Clerical Office System 4 50 200
maemsome oi”
Chair, Assistant Library Director's i 0 0
Chair, Visitor's 2 0 ]
Computer, Staff Desktop 1 0 0
Credenza 1 25 25
Desk, Assistant Library Director's 1 70 70
Lamp, Desk i ¢ 0
Shelving, SF 84"H Wood W1 6 Shelves 3 12 36
Tetephone Handset 1 0 0
BUsNessoFRiCE 175
Chair, Professional’s 1 0 0
Chair, Visitor's 2 15 30
Computer, Staff Deskiop 1 0 0
Credenza i 25 25
Desk, Business Manager's 1 60 60
File Cabinet {Lateral) 3 20 60
A Libris Design Buildi-n;l:"ro;r_;;; o R o Fontana Libeary and Resowce Technology Cenler
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  UNT  ExTENpEp SPACE  DIVISION
___ Fumiture and Equipment e oy soR SOFT SqFt SqFl
BUSINESSOFFICE T T T T T T T T T
Telephone Handset 1 0 0
_CONFERENCEROOM T
Cabinet, AV Eqmpment 1 15 15
Chair, Conference Room 4 12 48
Chair, Conference Room 12 0 ]
Presentation Center 1 Q 0
Peojection Screen, Mototized Ceiling 1 0
Table, Conference 1 260 260
Telephone Handset 1 0 0
TVIVCR Player i g 0
_ COPYIPR“I_NT]_N-(,JFAX - o __ o - h o N 55_ _
Bullatin Board 1 0 0
Coliator 1 0 0
Copier, Coler Freestanding 1 35 35
FAX Machine, Desktop 1 0 0
Fax Stand 1 20 20
Printer, Laser {Color) 1 0 Q
DISTRCTCLERKQONTUSE) s
Chair, Task 1 15 15
Computer, Stafi Desktop 1 0 0
Warkstation, Secsetanial Office System i 90 30
nlqi‘nl_r_i"_i mm_\m,\ﬂms_ 6rncﬁ_§)iﬂﬁs_nr E:oonn _—___ , ] _ : | T )
Chair, Professional’s 1 ¢ 0
Chair, Visitor's 4 ] 0
Computer, Staff Desktop 1 0 0
Credenza 1 25 25
Dask, Professional i 50 50
Shetving, SF 84"H Wood Wi 6 Shelves 3 12 36
Table, Conference 1 100 100
Telephone Handset 1 0 ¢
_EI;E;IENI-TTE T i - o - M
Cabinets, Above Counter 6 0 6
Cabinets, Below Counter ] 5 30
Microwave Oven 1 0 i

Fontana Library and Rescuice Fechnology Center

A Libris Deslgn Building Program
Report Printed o 1432004 $:201:17 AM Page 4-7




LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  uNiT EXTENDED SPACE  DIVISION
.. Fumniture and Equipment QY sOFT  SOFT SqFt  SqFt
KITCHENETTE ' - T
Paper Towel Dispenser 1 0 ) '0__ -
Refrigerator 1 20 70
Sink 1 18 18
Telephone Handset 1 0 0
_ RECEP’T]ON & \VAITiN_(;_AR_éA | - o - T 58_
Chair, Lounge 4 35 140
Chair, Task 1 0 0
Computer, Staff Desktop 1 0 0
File Cabinet {Lateral) 3 20 60
Lamp, Table 2 0 0
Queing Area 4 6 pZ]
Table, End 2 12 24
Telephone Handset 1 0 0
Workstation, Reception Desk 1 80 80
REGIONAL MANAGER'S OFFICE. T s
Chair, Department Head's 1 0 0
Chair, Visitor's 4 0 G
Computer, Staff Portable 1 0 0
Credenza 1 25 25
Desk, Professional 1 60 60
Lamp, Desk 1 0 0
Shelving, SF 84”H Wood Wi 6 Shelves 4 12 48
Table, Conference 1 100 100
Telephone Handset 1 D 0
AUDIO-VISUAL LIBRARY 2,151
_:\“I;\i”]‘l\’E_TECHNOI_,(_)(__';.Y VISUA_ LI:Y DISAB:LED o B 3 ) _2_[-!(5_
Chair, Technology Workstation 3 0 0
Computer, Public Desktop 3 0 ¢
Workstation, AV Counter 2 100 200
'AV COLLECTION & SEATING N - 1,831
Audio Cassette Tape Player/Recorder 2 0 0
CD Player 2 0 0
Chair, Reader's 8 15 120
Chair, Tethnology Workstation 8 15 120
.:Libris Deslgn .émkling Program o N Fonla-r-\a Litvary and Resoutce Teclmolo-gy Center
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT UNIT EXTENDED SPACE DIVISION
L Furniture and Equi_pment - ) QrYy  SOFT SQFT SqFt SqfFt
AV COLLECTION & SEATING 7T T
Computer, OPAC (On-Line Public Access) Desktop 2 0 20
Computer, Public Deskiop 7 0 0
Computer, Public Desktop Spanish Language 1 0 0
DVD Player 3 0 0
Headphone, AY 10 ] ]
Lamp, Table 0 0
Table, Reader's 2 100 200
Video Cassette Player/Recorder 3 0 0
Workstation, Technology Carrel 8 45 360
36" Aisie SF 66"H Steel Shelving Wi 5 Shelves 12 12 144
1,800 Audiobook Cassette
Audio Cassette SF 66” Shelving Unit W/ 4 Zig-Zag Shelvs 8 12 96
945 Audio Casseite
Audio CD SF 66" Sheiving W/ 4 Sliding Browser Boxes 6 15 90
2,250 Audio Compact Disk {CD)
CD-ROM SF Shelving Unit W/ 4 Sliding Browsers Boxes 1 12 12
200 CD-ROM
DVD Flip File Browser 21 25 525
6,600 LvD
Video Casselte SF 86” Shelving Unit W/ 4 Divider Shelvs 12 12 144
1320 Video Cassette
_;;-STORAGHE Rool_ﬁ_ o T S e
Cabinet, AV Media Storage 4 30 120
BROWSING 472
'NEW BOOK DISPLAY | - N S 4
35 210

Chair, Lounge

Table, Reader's

36" Aisle SF 66”H Steel Shelving Wi 5 Shelves
54 New Books (Face Oul)

S - oD
-
=
—r
=
(=]

36" Aisle SF 66”H Steel Shelving W/ 5 Shelves 5 18 90
533 New Books
CHILDREN'S LIBRARY 12479
CHILDREN'S AV COLLECTION & SEATING o
CDICassette Tape Player 2 0 0
Chair, Child’s Lounge 6 20 120
Chair, Lounge 7 35 245
A —Li;s Deslign Building Program ) Fentana Library and Resource Technolkogy Center
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LIBRARY DIVISION

LIBRARY SPACE NAME UKIT UNIT
_ Fumiture and Equipment QY SOFT SQFT ___SqFt _
CHILDREN'S AV COLLECTION & SEATING 941
Chair, Technolegy Workstation 8 ] 0
Computer, OPAC {On-Line Public Access) Desktop 2 0 0
Computer, Public Desktop 5 0 0
Computer, Public Desktop Spanish Language i 0 0
DVD Player 4 0 0
Headphone, AV 8 0 0
Table, End 4 10 40
Video Cassette PlayeriRecorder 1 0 0
Workstation, Technology Carrel 8 40 320
Audio Cassette SF 66” Shelving Unit W/ 4 Zig-Zag Shelvs 3 12 36
300 Audie Cassette
Audio CD SF 66” Shelving W/ 4 Sliding Browser Boxes 2 12 24
390 Audio Compact Disk (CD)
CD-ROM SF Shelving Unit Wi 4 Sliding Browser Boxes 1 12 12
200 CD-ROM
DVD SF Shelving Unit W/ 4 Sliding Browser Boxes 8 15 120
2,720 DVD
Video Cassette SF 66" Shelving Unit W/ 4 Divider Shelvs 4 12 24
113 Video Cassetle
CHILDREN'S COLLECTION & SEATING 2,174
Chair, Child’s 44 0 0
Table, Children's go 320
Table, Children's Slant Top a0 270
36" Aisle DF 45"H Steel Shelving W/ 6 Shelves 17 24 408
6,006 Children's Fasy Readers
36" Aisle SF 45”"H Steel Shelving Wi 3 Shelves 47 2 564
8,406 Children's Spanish Language
36" Aisle SF 60"H Steel Shelving Wi 4 Shelves 34 18 612
8,002 Children's Picture Books
CHILDREN'S DESK 264
Book Truck 2 10 20
Chair, Task 2 0 0
Computer, Stalf Desktop 2 0 0
Printer, Ink-Jet (B&W) 1 0 0
Queuing Space (Per Person) 10 ] 60
Shelving, SF 45"H Steel Wi 3 Shelves 2 12 24
Telephone Handset 2 0 0
Workstation, Children's Desk 2 80 160

ExiEnpep  SPACE  DIVISION

Sart_

A Libris Design Buikfing Program

Eeport Ponted on: 132004 8:21:17 AM

Fontana Library and Resowrce Technology Center
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  UNIT  EXTENDED SPACE DIVISION
Funiture and Equipment Qry  SQFT SQFT SqFt SqFt
_(_Enmm(‘—ﬁ_——._— R —
Bulletin Board A 0 0
Chair, Departiment Head’s 1 0 0
Chair, Visitor's 2 15 30
Computer, Staff Desktop 1 0 0
Desk, Professional 1 80 80
File Cabinet {Lateral) 1 20 20
Shelving, SF 90"H Steel W/ 7 Shelves 1 17 12
Telephone Handset 1 0 Q
CHILDRENSOPAC&ENTRANCE 5
Computer, OPAC {On-Line Public Access) Desktop 5 0 0
Gomputer, OPAC Desktop Spanish Language i 0 0
Lockers, Children's 10 5 50
Printer, Ink-Jot {B&W) ' 1 0 0
Queing Area 25 20 500
Workstation, Technology Carrel 6 35 210
CII]LDREI;{‘S PRESCHOdL PLA\’;\R-A T . - ) 210
Chair, Child’s 6 15 90
Educationat Play Module 3 30 Q0
Table, End 3 10 30
.—CHILDREN'S PROGR:;\! AREA. _ S _ !,026 ~
AV & Storage Room 2 50 100
AViTechnology Equipment Cart, Large L 15 15
Cabinet, AV Equipment 1 15 15
CDICassette Tape Playet t 0 0
Chair, Child’s Stacking 75 5 375
Chair, Rocking 1 20 20
Dolly, Chair 2 10 20
Dolly, Table 2 24 48
DVD Player 1 0
Paper Towel Dispenser 1 0
Projection Screen, Motorized Ceiling t 0
Projector, Ceiling Mounted AV 1 0
Puppet Theater 1 40 40
Sign, Announcement 1 0 0
Sink 1 18 18
Soap Dispenser 1 0 0
A_ ;Jbrfs Desfgn. Building Program - - Fonlana Library and Resouwrce Technology Cenler
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  UNIT ExTenpep  SPACE  DIVISION
______ Furniture and Equipment L L B QY SOFT _ SOFT SaFt  SqFt
C HEA.DREN'S i’-]lOGRAM ARf‘:_m o a - _ __l,ﬁ-Zﬁ—
Table, Meeting Room ' 7 0 0
TV Monitor, 60™ Large Screen 1 25 25
TVIVCR Player 1 0 0
Video Cassette PlayerfRecorder 1 0
White Board 1 0 0
Workstation, Children's Craft Counter { 350 350
CUILDREN'S REFERENCE COLLECTION & SEATING - B 759
Atlas Case 1 25 29
Chair, Juvenile 8 0 0
Chair, Technology Workstation 10 & 0
Computer, GPAC {On-Line Public Access) Desktop 3 0 0
Computer, OPAC Desktop Spanish Language 1 0 0
Computer, Public Desktop 5 0 0
Computer, Public Desktop Spanish Language 1 0 0
Copier, B&W Freestanding 1 100 100
Dictionary Table Top Stand 1 80 80
Table, Juvenile 2 75 150
Workstation, Technology Carrel 10 35 350
36" Aisle SF 45”H Steei Shelving Wi 3 Shelves 3 18 54
157 Children's Reference
a_lLDRE];J'_S RES"i; iti)OM o - o m_ B - N;’;;_
Commode 3 0 0
Diaper Changing Counter 2 0 0
Mirror 2 ¢ 0
Paper Towel Dispenser 2 ] 0
Sink And Gounter 2 0 0
Soap Dispenser 2 ] 0
Urina) i 0 0
-CHILDEEN'S \;\ORKROE)EI ~ . L o - Eﬁ_
Book Truck 3 10 30
Bulletin Board 1 0 0
Cabinets, Above Counter 12 0 12
Cabinets, Below Counter 12 0 1!
Chair, Task 3 15 45
Computer, Staff Dasitop 3 0 ]
1 0 0

FAX Machine, Desktop

A Libris Design Building Program
Report Printed ore 111372004 §:21:17 AM

Fontana Library and Resource Technology Center
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  UNIm ExTEnpep SPACE  DWISION
__ Furniture and Equipment o QTY  SQFT SoFT Sqft §qi
CHILDREN'S WORKROOM s
Flat File 1 50 50
Paper Towel Dispenser 1 0 0
Prinfer, Ink-Jet {Color) 1 ] 0
Shelving, SF 60”H Steel W! 5 Shelves 2 12 24
Sink 1 18 18
Soap Dispenser 1 0 0
Storage Cabinet 2 18 3%
Supply Cabinet 2 18 36
Telephone Handset 3 0 0
White Board 1 0 0
Workstation, Clerical Counter 3 35 105
36" Aisle SF 90™H Steel Shelving W/ 6 Shelves 1 12 12
176 Children's Back Issue Magazines
CUSTODIAL SINK & SUFPPLY CLOSET 85
Carpet Cleaning Machine 1 0 0
Cleaning Cart 1 15 15
Garbage Bin, interior 1 0 1]
Mop Bucket 1 b
Shelving, Industrial 5 10 50
Sink, Mop 1 15 15
Vacuum Cleaner, Dry Upright 1 ¢ 0
HOMEWORK CLUB 620
Book Truck i 10 0
Chair, Juvenile 10 0 0
Chair, Technology Workstation 6 0 0
Computer, Public Desktop 6 ] ]
Copier, B&W Freestanding 1 50 50
Printer, Laser {BEW) 1 0 0
Table, Juvenile 1 100 100
Table, Juvenile ] 1] 90
Workstation, Group Study Counter 2 65 130
Workstation, Technology Carrel 6 40 240
_iilVFENll,E COLLEC]-‘_]ON & SEATING - o L _Z,SB
Chair, Juvenile 36 0 0
Chair, Juvenile Lounge 25 150
0 ]

Chair, Technology Workstation

A Libris Design Building Program
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1132004 82117 AM

Fontana Library and Resource Technology Center
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LIBRARY DIVISION

SPACE DIVISION

LIBRARY SPACE NAME UNIT UMNIT  EXTENDED

Fumituro and Equipment Qv SOoFT  soff - Sqft  SqFt
JUVENILE COLLECTION & SEATING o _—: - T - _2,;3?

Computer, GPAC {On-Line Public Access) Desktop 2

Computer, Public Desktop 2 i

Computer, Public Desktop Spanish Language 1 0 0

Table, End 3 10 30

Table, Juvenile 5 80 400

Table, Juvenile 4 75 300

Workstation, Technology Cassel 5 35 175

36" Aisle DF 66”H Steel Shelving W 10 Shelves i2 24 288

4495 Juyenile Fiction
36" Aisle DF 66”H Steel Shelving W 10 Shelves 39 24 936
14,599 Juvenile HNon-Fiction
36" Aisle SF 45"H Magazine Display Shelving W/ 2 Shelvs 3 12 36
15 Children's Current Magazines
Paperback SF 66” Shelving Unit Wi 5 Divider Shelves 28 18 504
48¢3 Children's Paperbacks

LITE.CENFER s

Chair, Child 9 0 0

Chair, Task 5 15 75

Computer, Public Desktop i 10 10

Educational Play Module 9 75 675

Stool, Child’s 7 0 0

Table, Children's Play 1 NS b5

TVNVCR Player 1 0 0

Worksiation, Children’s Craft Counter 1 120 120

Workstation, Technology Counter 1 30 30
L.1T.E. OFFICE L _ kN

Chair, Task 1 1}

Chair, Visitor's 4 ] 0

Computer, Staff Desktop 1 0 0

Credenza 1 25 25

Desk, Professional 1 60 80

Printer, Ink-Jet {B&W) 1 0 0

Shelving, SF 847H Steel Wi 6 Shelves 3 12 36

Tabla, Confetence 1 100 100
STUDY/TUTORING ROOM A" . 1o

Chair, Group Study 4 0 0

1 120 120

Tabie, Group Study

e . -

A LUibris Design Buiding Frogram
Report Printed on: 11132004 8:21:17 AM
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LIBRARY DIVISION

LIBRARY SPACE NAME UNT  uNIT  ExTENDED  SPACE  DIVISION
_ Fumiture and Equipment B o QlY  SQFT SQFT SqFt SgFt
_ STUDY/TUTORINGROOM "A" - e
* White Board 1 0 0
_STUDY/TUTORINGROOM"B" s
Chair, Group Study 6 0 0
Table, Group Study 1 175 175
White Board 2 0 0
S—"J;UDYfTUTb;lTNG R_CiOI\'l "cr _ ~ o S S -“150
Chair, Group Study ) 20 120
Chair, Instructor 1 30 30
White Board 1 0 0
__ST_;I_"UDYH[_}.T.ORII\:‘_G }{001\1__"_1)" - S i I o —;-50—_
Chair, Group Study 6 0 0
Chair, Instructor 1 i 30
-Chair, Technology Workstation 1 0 0
Computer, Public Desktop 1 0 0
White Board 1 0 0
Workstation, Technology Carrel 1 120 120
TECHNOLOGYAREAS s
Chair, Task 15 0 0
Computer, Public Desktop 13 0 0
Computer, Public Desktop Spanish Language 2 0 0
Printer, Laser (B&W) 1 0 0
Table, Work 1 50 50
Workstation, Technology Counter [} 60 450
CIRCULATION SERVICES 3,741
BOOKDROP e
AY Bin, Depressible 1 20 20
Book Bin, Depressible 2 20 40
CIRCULATION DESK. i -—---———_—__“ _: L L L o _ 6_20_
Bar Code Reader, Hand Held 5 Q 0
Cash Register 1 0 0
Chair, Task 5 0 0
Computer, Staff Desktop 5 0 0

A Ubels Design Building Program
11372004 B:21:17 AM

Repont Printed o
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LIBRARY DIVISION
LIBRARY SPACE NAME UNIT  UNIT EXTENDEn SPACE DIVISION

Fumilu_re and gquipment _ QT SQFT SQFT Sqft_ s_gFt

.“C].RCULATION bESK 620

DemagnitizeriDesensitizer 5 0
Prinfer, ink-Jet (B&W) 1 0 0
Printer, Receipt ) 0
Queuing Space (Per Persen) 30 8 180
Security Gates, Book Theit Detection System 2 35 70
Telephone Central Station 1 0 0
" Telephone Handset 5 0 0
Telephone Headset 2 0 0
Workstation, Circulation Check Out Desk 4 80 320
Workstation, Circulation Patron Registration Desk 1 50 50

'CIRCULATION WORK AREA-Y
Book Truck 20 10 200
Bullgtin Beard 1 0 0
Chair, Task 8 0 0
Computer, Staff Portable 4 ] 1
Demagnitizer/Desensitizer 4 0 0
Printer, Ink-Jet (BEW) f 0 0
Shelving, SF 90"H Steel Wi 7 Shelves 11 12 132
Table, Work 2 120 240
Workstation, Clerical Counter 4 40 160
Workstation, Preparation Counter 1 65 65

nCIRngLATlO_Nﬂl\’ORK :i\REA f__ - L o . ) 91]_
Chair, Task 2 0 0
Clock i 0 0
Copier, B&W Freestanding 1 50 50
Sink 1 0 0
Telephone Handset 2 0 0
Workstation, Mending Counter 1 40 40

CIRCULATI_ON \\'Of_lﬂ_l(}_(_)h_l____ ______ e ) _ 76{ ]
Book Tryck 7 10 70
Bulletin Board ‘ o S -1 ] -0
Cabinets, Above Counter 12 0 12
Cabinels, Below Counter 12 0 0
Chair, Task 10 0 0
Clock 1 0 0
Computer, Staff Deskiop 2 0 0

Fontana Library and Resource Technology Center

A Libwis Design Buwiting Program
Report Prinled on.  LAA3/2004 £:21117 AM Page 4-16




LIBRARY DIVISION

LIBRARY SPACE NAME UMT  uNIT  ExTenpED  SPACE  DIVISION
L F _q[p_i_l_t_l_mid Eqpip__nlept QTY  SQFT  SQFT SqFt SqFt
ClRCULATION WORKRG(E)-I-\i o o 762 -
Desk, Circulation 4 120 480
Telephone Handset 2 0 0
White Board 1 0 0
Warkstation, Circulation Check in Counter 3 40 120
Workstation, Technology Carrel 2 40 80
_DRIVE-UP BOOK RETURN WINDOW | B o
Drive-up Book Return Window 1 120 120
'INFORMATION DESK - S B 309
Chair, Lounge 4 35 140
Chair, Task ( 15 15
Chair, Visitor's 2 15 30
Computer, Staff Desktop 1 0 D
Printer, Ink-Jet (B&W) i 0 0
Table, End 2 10 24
Table, Lamp 2 0 0
Workstation, Circulation Fines & Fees Desk 2 50 100
PAGES' WORK AREA N i 185
Book Truck 10 10 100
Bulietin Board 2 0 0
Chair, Task 1 15 15
Workstation, Preparation Counter 1 70 70
'SELF-CHECKOUTBAY o ) T
Self Check-Out Counter 3 50 150
Self Check-Out Machine 3 0 0
SORTINGAREA-Y _ T
Book Truck 10 60
Workstation, Sorting Counter 50 150
_SORTING AREA -2 I ' ' - m
Shelving, SF 50°H Steel W/ 7 Shelves 16 12 192
Workstation, Sorting Counter 1 40 40
'STORAGE/SUPPLY ROOM - ' o 206
50

Book Truck

5 10

A Libris Deslgn Building Program
1/13/2004 8:21:17 AM
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LIBRARY DIVISION

LIBRARY SPACE NAME UNT  UNIT  ExTencen  SPACE  DIVISION

Furniture and Equipment K _ _ary  soFT SOFT SqgFt SqgFt

__STORA_GEISUPPLY ROOM o _ . “ ) 206“.
Shelving, SF 30"H Steel WI 7 Shelves 4 12 48
Stool, Kick-Step 1 0 0
Storage Cabinet 3 18 54
Supply Cabinet 3 18 54

F.T.L.C - HOMEWORK CENTER 2.245

CO_'\_iP!JTER CENTER _: o - ____ B _ _.”9:1_5__
AV & Storage Room 1 50 50
AViTechnology Equipment Cart, Small 1 10 10
Chair, Technology Workstation Task 25 0
Computer, Public Desktop 24 0
Computer, Staff Desktop 1 0 ]
Printer, Laser {Color} 1 15 15
Projection Screen, Motorized Ceiling 1 0
Projector, Data Desktop 1 ) 0
White Boaid 1 ! 0
White Board, Electronic 1 0 0
Workstation, Computer Training 12 60 720
Workstation, Comupter Training f 150 150

HomEwoRk ceNtER e

Chair, Group Study 20 0 0
Chair, Technology Workstation 12 0 0
Computer, Public Desktop 10 0 0
Computer, Public Desktop Spanish Language 2 0 0
Copier 1 50 50
Copier 1 50 50
Printer, Laser (B&W) 1 0 0
Printer, Laser (Color) 1 0 0
Shelving, SF 90" H Steel W/7 Shelves 7 12 84
Table, Reader's 5 100 500
Table, Work 1 20 20
Workstation, Technology Carrel, 12 40 480

) E'[F_BI:I-C REST ROOMS i . N/A
Commode 6 ] 0
Diaper Changing Counter ' 2 0 0
Hand Dryer 2 0 0
- A Libris Design Builﬁin_g ;’I_ﬁg:;m o Fontana Library and Resour;e Technology Center
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LIBRARY DIVISION
LIBRARY SPACE NAME
_ Furniture and Equip_l_'nent B

UNIT

UNIT  EXTENpED SPACE  DIVISION
Qry  SQFF  sarY  SqFt  SqFt

_PUBLiC REST ROOMS | -NJ’A
Mirror 2 0 0
Paper Towel Dispenser 2 0 0
Sink And Counter 4 0 0
Soap Dispenser 2 0 0
Stail ] 0 0
Urinal 2 0 0
'SERVICE DESK (PLTC) 116
Chair, Task 1 0 0
Computer, Staff Desktop 1 0 0
Printer, fnk-Jet (B&W) i 0 0
Queing Area 6 6 36
Telephone Handset 1 G 0
Workstation, Homework Center Desk ] 80 80
ET.L.C.- CAREER CENTER 917
_CAREER CENTER - 07
Chair, Lounge 9 35 N5
Chair, Task 8 t5 120
Chair, Technology Workstation 4 0 0
Computer, Public Desktop 3 0
Computer, Public Desktop Spanish Language 1 0 o
Rack, Literature Display Handout 4 15 60
Table, Coffee 1 50 50
Table, End 1 12 12
Table, Lamp 2 0 4]
Table, Reader's 2 100 200
Telephone Handset 1 0 0
Workstation, Technology Carrel 4 40 160
F.T.L.C. - LITERACY CENTER 1,144
'LITERACY COMPUTERLAB B 60
Chair, Technology Workstation Task 19 o 0
Computer, Public Desktop 19 0 ]
Printer, Laser (Color) 1 0 0
Projection Screen, Motorized Ceiting 1 0 0
Piojector, Data Desktop 1 0 0
t 0 0

TVIVCR Player

A Libris Design Buikding Program
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LIBRARY DIVISION

LIBRARY SPACE NAME UNT  uNT  EXTENpeD SPACE  DIVISION
B Furniture and Equipment ) L QY SQF1 SOFT SqFt SgFt

_ LITI'RA (5 COMPUT_ER LAB L _ ) o o ?6{; -

White Board 1 0 0

Waorkstation, Technology Carrel 19 40 760
-.L[TERACYEP.‘EEIA!J?_"I:'S OFFE_'_E ’ B _ o ~ _ o : 159

Chair, Supervisor's 1 0 0

Chair, Visitor’s 2 i0

Computer, Public Desktop 1 0

Credenza 1 25 25

Desk, Professional 1 100 100

Printer, Ink-Jet (B&W) 1 0 a

Shelving, SF 90" Y Steel Wi7 Shelves 2 12 24
LITERACY STUDY/TUTORING AREA B o N )  ons

Carrel, Tutoring Wood 2 25 50

Chair, Reader’s B 0

Chair, Technotogy Workstation P4 0 0

Computer, Public Desktop 2 0

Printer, Ink-Jet (B&W) 1 0 0

Table, Conference 1 120 120

White Board _ 1 0 0

Workstation, Literacy Tutoring Counter 1 95 b3

FICTION COLLECTION 2,145

;(-L;:FION EOLLE(EQN & SEAT]EG ) o i - - L145

Chair, Lounge 8 35 280

Chair, Reader's 12 0 0

Chair, Technology Workstation 5 0 ]

Computer, OPAC (On-Line Public Access) Desktop 2 0 0

Computer, Public Desktop 3 0 0

Computer, Public Desktop Spanish Language 2 0 0

Lamp, Table 3 0 0

Printer, Ink-Jet {B&W} 1 0 0

Stool, Kick-Step 5 0 0

Table, Coffee 1 45 45

Table, Reader's 3 100 300

Workstation, Technology Carrel 5 40 200

36" Aisle DF 84"H Steel Shelving W/ 12 Shelves 52 18 936

14,0823 Fiction
A Libris Design Building P-:.ogram " “ Fontana Library zand Resowce Technology Center
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  UMIT  EXTENDED SPACE DIVISION
__ Fumiture and Equipment _ Gy SQFT - _SaFT SqFt  SqFt
'FICTION COLLECTION & SEATING o - - 2,145
36" Aisle SF 84"H Steel Shelving Wi 7 Shelves ' 12 12 144
1,993 Large Print
Paperback SF 66” Shelving Unit W/ 5 Divider Shelves 20 12 240

3,502 Paperbacks

GENERAL BUILDING SERVICES 2,480
BICYCLE L“(.)EZKERS T o . . 200
Net Square Feet 1 200 200
 CUSTODIAL WORKROOM S e
Chair, Task 1 ¢ 0
Desk, Custodial 1 55 55
Telephone Handset 1 0 0
Workbench, Custodial 15 7 105
'FRIEND'S BOOK STORAGE & WORKROOM - a0
Bulletin Board 2 0 0
Cabinets, Above Counter 6 0 ]
Cabinets, Below Counter G ¢] 0
Chair, Task 8 0 0
Coffee Maker/Um i 0 0
Shelving, SF 90"H Steel W/ 7 Shelves 13 12 156
Sink _ 1 18 18
$oap Dispenser 1 0 0
Table, Work 2 120 240
a]_\IERAL LIBRARY STORAGE E'OOM ) B T 1,083 -
Shelving, Industrial 13 15 195
Storage Cabinet 3 18 54
Storage Cage 6 100 600
Supply Cabinet 13 18 234
LOADING- DOCK ) ___—__ - . - ] o NI/A
MECHANICAL] ELECTRICAL/ FLEVATOR BQUIMENT ' T
wIH’HBLIC REST ROOI\I-; o __ Ti;x_‘-_
Commode g 0 0

A Libris Design Building Program
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT UNIT ExteNpED SPACE DIVISION
_ Fumiture and Equipment QTY  SOFT  SOFTY SqFt SqFt
: _PUBL]C REST ROOMS B o MIA
Diaper Changing Counter 2 0 0
Mirror 2 0 D
Paper Towel Dispenser 2 0 0
Sink And Counter 6 0 0
Soap Dispenser 2 0 0
Stali 9 0 ]
Urinal 3 0 0
] RECYCL]];(E & WASTE leP;)SAL STOR_T{GE___ _ ______ i B 126__
Recycle Bin 8 15 120
S_}!ll’j’iNG& RLCFIV]NG B a T o 3£
Bulletin Board 1 0 0
Chair, Task 2 0 ]
Hand Truck 1 4 4
Ladder, Step 1 2 2
Mailbox 1 0 0
Postage Meter/Scale 1 0 0
Shelving, Industrial 15 15 225
Stool 1 0 0
Workstation, Inter-Branch Soring Counter 1 50 50
Workstation, Shipping & Receiving Counter 1 70 70
Wrapping Paper Dispenser, Counter Top i 0 0
TELECOMMUNICATIONS;‘DAT_A o - 146
Rack, Computer / Communications Equipment 3 30 80
Telecommunications Backboard 2 28 £6
Telecommunications Equipment/Hub ! Multiplexer 1 0 0
Telephone Handset 1 0 0
Uninterruptable Power Supply (UPS), Multiple Devices 2 0 0
LIBRARY ENTRANCE 1,671
. ...FRIENDS' BO_OKST_ORE o - ) . 4;;_
Case, Merchandise Display . 5 5 175
Cash Register 1 0 ]
Chair, Task 1 15 15
Computer, Staff Desktop 1 0 0
Desk, Friend's 2 20 40

A Libris Desigrt Building Program
1302004 321:07 AM
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LIBRARY DIVISION

LIBRARY SPACE NAME UNT  uif  exTENpep SPACE  DIVISION
Furniture and Equipp_n_a_nl . QfY  SQFT  SQFT __SqFt Sq_Ft B
FRIENDS' BOOKSTORE 422 —
Printer, Ink-Jet (B&W) 1 0 0
Queing Area 4 6 24
Shelving, SF 84”H Steel W 6 Shelves 14 12 168
FRIEND'S COFFEE BAR 649
Cabinets, Below Counter 15 0 0
Cappuccino Machine 1 0 0
Case, Merchandise Display 1 35 35
Cash Register 1 0 0
Chair, Café 18 0 0
Coffee Bar Cart 1 100 100
Coftfee MaketfUrn 1 0 0
Cofiee Thermos 4 0 0
Cold Drink Dispenser i 0 0
Computer, Staff Desktop 1 0 0
Cutting Board, Kitchen 1 0 0
Dishwasher 1 12 12
Garbage Bin, Interior 1 15 15
Hot Water Urn 1 0 0
Printer, Receipt 1 0 0
Refrigerator 1 20 20
Restroom 1 80 80
Safe, Floor 1 0 0
Sign, Announcement 1 0 0
Sink 1 18 18
Soap Dispenser 1 0 0
Storage Cabinet 2 18 36
Stove Top, Electric 1 15 15
Supply Cabinet 1 18 18
Table, Café 2 60 120
Table, Café 5 10 50
Workstation, Coffee Shop Counter 2 0 1]
Workstation, Coftee Shop Service Counter 1 75 75
_ Workstation, Food Preparation Counter 1 55 55
PUBLIC ENFRANCE & LOBBY 330
Art Work 1 0 0
Case, In-Wall Display 5 10 50
Diractory 1 0 0
A Libris Design Buikling Program o Fontana Library and Resowce Technology Center
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  UMT Extenpep SPACE  DIVISION
F url_1_i1u re and Eg_uipment ______ QrY  SQFY SQFT SqFt SyFt
© PUBLICENTRANCE & LOBBY B o s
Drinking Fountain 2 0 0
Plague, Dedication 2 0 0
Queing Area 80 6 480
Sign, Announcement 1 0 0
Telephones, Public Pay (2 Heights) 1 0 0
—S'ECURITY- DESK - - - i o _?0 -.
Chair, Task 15 15
Comgputer, Staff Desktop 1 0 0
Desk, Security 1 55 55
LOCAL HISTORY & GENEALOGY 402
L(iE_AI.l_IlSTORY CGLLECTION &EE;\TING_ S o -102
Case, Floor Display 2 30 a0
Chair, Reader's B 0 0
Chair, Technology Workstation 1 0 0
Clock 1 0 @
Computer, Public Desktop 1 0 0
Printer, Ink-Jet (BAW) 1 0 0
Table, Reader's 2 100 200
Wasle Basket 1 4 4
Workstation, Technology Counter, 1 30 30
36" Aisle SF 90”H Steel Shelving Wi 7 Shelves 9 i2 108
1474 Local Hislory
NON-FICTION COLLECTION 6,952
?l.SNECTION COITITECTION & SEATING ) 6,952 )
Canrel, Reader's Wood 10 40 400
Chair, Lounge 50 35 1,750
Chair, Reader’s 18 0 0
Chair, Technology Workstation Task 5 0 0
Computer, OPAC {On-Line Public Access} Desktop 2 0 o
Computer, OPAC Desktop Spanish Language v ) 0
Computer, Public Desktop 3 0 i}
Computer, Public Desktop Spanish Language 2 0 0
Printer, Ink-Jet (B&W) 1 D 0
Stool, Kick-Step 5 0 0
2 10 A

Table, Café

A Ubris Design Building Program
32004 8:21:18 AM
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  uNiT  £xTeNpep  SPACE  DIVISION
_._ _Funitureand Equipment — Qi SoFT  soFT  SqFt - SqFt
&QON-FICTIC;N CdLL}ICTlON & SEAT]NG- - - L | | ._ o &;
Table, Coffee 4 10 40
Table, Coffee § 20 120
Table, Reader's 2 100 200
Workstation, Technology Carrel 5 40 200
36" Aisle DF 84"H Steet Shelving Wi 12 Shelves 133 22 2,926
38,020 Non-Ficlion
36" Aisle SF 66”H Steel Shelving Wi 5 Shelves 38 12 456
4523 Spanish Language {Low Shelving)
36" Aiste SF 84"H Steel Shelving W/ 7 Shelves 70 12 840
11,730 Spanish Language
PERIODICALS COLLECTION 2,228
BJ\(;;{- [;S-S-UE PERJOﬁ[CALS B _ - ) - | -----—-—__ a | _- _228__
36" Aisle SF 90"H Back Issue Newspaper Unit Wi 6 Shelvs 19 12 228
5,156 Back Issue Magazines
_CURR EN[‘MAGAZ&IE & NEWSI;‘J}H_IEIFQ DISPLA Y_& SFA'I_‘IT_\I_G - _____ ) 2,000
Chair, Lounge 24 50 1,200
Chair, Readet's 8 1] 1]
Computer, OPAC {On-Line Public Access) Desktop 1 0 0
Computer, OPAC Deskiop Spanish Language 1 G 0
Lamp, Table 2 0 0
Table, End 2 10 20
Table, Reader's 2 150 300
36" Aisle DF 66”H Magazine Display Shelving YW/ 6 Shelvs 24 18 432
43 Cument Magazines
36" Aisle SF 66"H Newspaper Display Shelving W/ 3 Shelv 4 12 48
35 Cuirenl Newspapers
PUBLIC MEETING ROOMS 7.894
_A_Uﬁ]TORJUM _ T o __—— | o _'i,=;90
Audio Amplifier 1 0 0
Audio Cassette Tape Player/iRecorder 1 0 Y
Audio Pre-Amplifier 1 0 0
Audio Receiver 1 0 0
AV & Storage Room i 100 i00
Cabinet, AV Equipment 1 15 15
Cabinet, AV Media Storage 1 25 25
CDICassette Tape Player 1 0 0 B
‘ A L.-;fs Desfgn Buil(-j.i;lg Program Fomana Libary and Resource Technology Genter
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  UNIT ExTEnDep SPACE  DIVISION

Furniture and Equipment QTY  SQFT SQFT SqFt SqgFt

- AUDITORIUM 5,490

Chalr, (Auditorium Reserved Space For Wheelchair) 6 25 150

Chair, Auditorium 330 10 3,300

Chair, Auditorium (Removable) ] 10 60

Clock 1 0 0

Easel 1 30 30

Flip Chant Wf Stand 1 30 30

Green Roorm 4 160 640

Lectern (wf Space For A Portable Computer) 2 60 120

Projection Screen, Motorized Ceiling 2 0

Projector, Ceiling Mounted AV 2 0 0

Rack, AV Equipment 1 10 10

Stage i 520 520

Stage, Ponable 1 440 440

TY Monitor, 60* Large Screen Z 25 S0

Video Cassette Player/Recorder 1 0 0
CONFERENCE ROOM - 455

AVfTechnology Equipment Cart, Large 1 15 15

Chair, Conference Room 12 0 0

Clock 1 0 0

Coat & Hat Rack 1 20 20

Preparation/Rest Room 1 100 100

Projection Screen, Motorized Ceiling 1 0 0

Table, Conference 4 80 320

Telephone Handsel 1 0 0

White Board 1 0 0
KITCHENETTE h a - ) o 84

Bulletin Board 1 0 0

Cabinets, Above Counter 12 0 12

Cabinets, Below Counter 6 2 12

Coffee Maker/Urn 4 0 0

Coffee Thermos 8 a 0

Hot Water Urn, ) . ] . -4 0. 0

Microwave Oven ‘ 1 0 0

Paper Towel Dispenser 1 0 0

Refrigerator 1 20 20

Sink 1 0 0

Soap Dispenser 1 0 0

Fontana Library and Resowrse Technology Center

A Libris Design Buikling Program
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LIBRARY DWVISION

LIBRARY SPACE NAME UNIT UNIT EXTENDED SPACE DIVISION
. FurnilL!_r_e and__Eq_uipmenl B o QY SQFf SQFT SqFt SqgFt
| "]H'rc_} ;ENETTE e . _ ) -
Workstation, Food Preparation Counter 1 40 40
M;:_EFIFC: ROOM i o T o - ___-i,2;
Audio Teleconferencing System 2 0 0
AV & Storage Room 2 100 200
Cabinet, AV Equipment 4 15 60
Chair, Conference Room 60 12 720
Lectern {wf Space For A Portable Computer} 1 60 60
Presentation Center 2 0 0
Table, Conference 10 20 200
TV Monitor, 60" Large Screen 1 25 25
PUBLIC MEEiT]NG R;)[;MS E}\P?I;EEE_&L_LEBBY _- o __ S o 6{_}-0—
Case, In-Wall Display 3 0 0
Drinking Fountain 1 0 0
Queing Area 100 8 600
PUBLICRESTROOMS - NiA
Commode 14 0 0
Diaper Changing Counter 2 o 0
Hand Dryer 2 0 !
Mirror 2 ) 0
Paper Towsl Dispenser 2 0 0
Sink And Counter & o 0
Soap Dispenser 4 0 0
Stall 14 0 0
Urinal 3 ] 0
REFERENCE SERVICES 5,040
_COMPUTERLAB S aw
Chair, Technology Workstation Task 10 0 0
Computer, Public Desktop 8 0 0
Computer, Public Desktop Spanish Language - - o 2 i ]
Printer, Laser (Color) 1 0 0
White Board i 0 0
Workstation, Technology Counter 10 30 300

Fonana Library and Resource Technology Center
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LIBRARY DIVISION

LIBRARY SPACE NAME UNIT  UNIT  ExTeNpep  SPACE  DIVISION
) Furnit_ure and_ Equipm_egl_ B ) QY SOFT SQOFT SqFt SqFt
. _C.O_NI_: ERENC{I_;OOM o ) _— o - 225-- i

Cabinets, Below Counter 10 3 30
Chair, Conference Room 8 0 0
Presentation Center 1 0 0
Projection Screen, Wa)l Mounted 1 0 0
Table, Conference 1 195 195
COPYCENTER o ws
Builetin Board 1 0 0
Cabinets, Below Counter 10 0 1)
Change Machine (Bill & Cein) 1 0
Copier, B&W Freestanding K 50 150
Copier, Color Freestanding 1 50 50
FAX Machine, Desktop Coin-Operated 1 ] 0
Rack, Literature Display Handout 2 0 0
Recycle Bin 1 15 15
Stamp Machine, Postal 1 0 0
Workstation, Preparation Counter 1 70 70
E_{JSTEQL\ LSINK & SUPPLY CLOSET B s
Cleaning Cart 1 15 i5
Ladder, Step 1 0 0
Mop Bucket 1 5
Shelving, industrial 2 19 30
Sink, Mop 1 15 15
__E'_DN-LINE P!_.-l.i.l’;L]C ACC E-SS CAT A__ITOG {OTAC) ) 400_
Chair, Technology Workstation 10 0
Computer, OPAC (On-Line Public Access) Desktop 8 0
Computer, OPAC Desktop Spanish Language 2 0
Workstation, Technology Cairel 10 40 400
'PUBLIC RESTROOMS S A
Commode 8 0 0
Diaper Changing Counter 2 1] 0
Rand Dryer 2 0 0
Mirror 2 ] 0
Paper Towel Dispenser 2 0 0
Sink And Counter 4 0 0
Soap Dispenser 2 0 0

Fontana Library and Resource Technology Cenfer

A Libiis Design Building Program
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LIBRARY DIVISION

LIBRARY SPAGE NAME uUNT  UNIT EXTENDED SPACE  DIVISION

Furniture and Equipment . o _QIY  SQFT SQFT SqFt  SqFt
PUBLIC REST ROOMS N/A

Stall -0 0

Urinat 0 0
REFERENCE COLLECTION & SEATING 2,855

Atlas Case i 25 25

Carrel, Readers Wood 5 40 200

Chair, Lounge 8 35 280

Chair, Reader’s 9 0 0

Chair, Technology Workstation 5 0 0

Computer, OPAC {On-Line Public Access) Desktop 2 0 0

Computer, Public Desktop 4 0 0

Computer, Public Desktop Spanish Language 1 0 0

Dictiopary Stand 1 80 80

Printer, nk-Jet (B&W) 1 0 0

Table, End 1 12 i2

Table, Reader's 1 180 180

Workstation, Technology Carrel 5 40 200

36" Aisle DF 45”H Steel Shelving Wi 6 Shelves 7 18 126

696 Reference (Encyciopedias, Directories, Eic.}
36" Aisle DF 45”H Steel Shelving Wi 6 Shelves 28 18 504
3,008 Relerence {Low Shelving)
36" Aisle SF 84"H Steel Shelfving W/ 5 Shelves 104 12 1,248
9,202 Reference

REFERE&&&E DESK T 550

Book Fruck 3 10 30

Cabinets, Below Counter 12 0 0

Chair, Task 4 0 0

Computer, Staff Desktop 4 0 0

Printer, Ink-Jet {Color) 1 q 0

Queuing Space (Per Person) 20 B 120

Telephone Handset 4 0 0

Workstation, Reference Desk 4 100 400
REFERENCE WORKROOM - 660

Bulletin Board 1 0 0

Chair, Task 6 0 0

Computer, Staff Desktop 6 0 0

FAX Machine, Desktop 1 1] Q

Printer Stand 1 20 20

A Libris Design Building Program
Report Printed on 132004 8:21:15 AM

Page 4-29

Fentzna Litrary and Resowrce Technology Center



LIBRARY DIVISION

LIBRARY SPACE NAME UNF uNT ExTeNpep SPACE  DIVISION
~__ Furniture and Equipment i ___ary  soFY SQFT SqFt SqgFt
REFE_REN CE \VQBKROOM ) ) o - 660—
Printer, Laser {Color) 1 0 0
Telephone Handset 6 1] 0
White Board 1 0 0
Workstation, Clerical Counter 2 95 190
Workstation, Reference Qffice System 5 80 450
'STUDY/TUTORING ROOM A o o C1s0
Chair, Group Study 4 0 0
Table, Reader's 150 150
White Board i 0 0
STUDY/TUTORING ROUM B a 180
Chair, Technology Workstation 3 1] (]
Computer, Public Desktop 1 0 0
White Board 1 0 0
Workstation, Study Counter 3 50 150
STAFF SERVICES 1,619
_aJS_;l“ODlAL S]Ni( & SUI'PLY-CLO-SE'[' ) - 85 )
Cabinet, Below Counter 5 5 25
Cabinets, Above Counter 5 0 0
Cleaning Cart 1 15 15
Hand Truck i 10 10
Mop Bucket 1 5 5
Paper Towel Dispenser 1 0 0
Shelyving, Industrial i 15 15
Sink 1 0 0
Sink, Mop 1 15 15
KITCHENETTE - N s
Cabinets, Above Counter 15 0 15
Cabinets, Below Counter 25 0 1]
. Coffee Maker/Urn - 1 Q- .0
Coffee Thermos 2 0 0
Cutting Board, Kitchen 1 0 O
First Aid Kit 1 0 0
Garbage Bin, Interior 1 15 15
Hot Water Urn 1 0 )

A Libris Desfgn Building Program
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LIBRARY DIVISION

LIBRARY SPAGE NAME UNT  UNIT  ExTenDEp  SPACE  DIVISION

Furniture and Equipment ~ QrY  SQFT  SOFT SqFt Sq_Ft

'KITCHENETTE B _ i 8
Microwave Oven 1 0 0
Paper Towel Dispenser 1 0 0
Recycle Bin 1 15 15
Refrigerator 1 20 20
Sink i 18 18
Soap Dispenser 1 0 ]
Soup Kettle 1 0 0
Toaster Oven 1 0 0
Workstation, Food Preparatien Counter 1 55 55

'STAFF ENTRANCE & LOBRY - B 330
Bulletin Board 1 0 2
Net Square Feet 3 100 300
Queing Area 5 6 30
White Board 1 0 0

STAI:F I.OU!-QGE o B - o ],06_6 -

Bottled Water Dispenser ) 1 8 ]
Bulletin Board 2 0
Chair, Café 28 0 6
Chair, Staff Lounge 6 35 210
Clock 1 0 0
Coaf & Hat Rack 2 20 40
First Aid Kit 1 0 0
Lamp, Table 3 0 0
Locker 2 5 105
Mirror 1 0 0
Paper Cup Dispenser 1 0 0
Sofa (3 Seat) 1 70 7a
Table, Café 7 85 455
Table, Coffee 1 50 50
Table, End 3 12 36
Telephone Handset 2 ¢
TV Monitor, 32" .1
Vending Machine 4 20 - 80
Wasle Basket 3 4 12
White Board 1 ]

A Libris Design Building Program Fontana Library and Resource Technology Center
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LIBRARY DIVISION
LIBRARY SPACE NAME
Fur_n'rture and Eclu_igmt_ant

STAFY RESTROOMS

Commode

Hand Dryer

Mirror

Paper Towel Dispenser
Sink And Counter
Soap Dispenser

Stall

Urinal

TECHNICAL SERVICES

SPACE DWISION

MENDING & PROCESSING
Chair, Task
Recycle Bin
Workstation, Mending Counter
Workstation, Processing Counter

TECHNICAL SERVICES WORK AREA

Book Truck

Chair, Task

Clock

Computer, OCLC Desktop

Computer, Staff Desktop

Printer, Laser (BAW)

Telephone Handset

Workstation, Cataloging Office System

YOUNG ADULT LIBRARY

STUDY/TUTORING ROOM C

Chair, Technology Workstation
Computer, Public Desktop
Yhite Board )

- Workstation, Technology Counter

STUDY/TUTORING ROOM P

Chair, Group Study
Table, Reader's
White Board

UNT  UNIT  EXTENDED
QrY  SQFT  SOFY SqFt  SqFt
o NI

3 0 0

2 0 0

2 0 0

2 0 0

2 0 0

2 0 0

3 0 0

1 0 0

195

- _ B BS

1 15 1

1 0 0

1 35 35

TR 35

o m

2 10 20

1 D 0

1 0 0

1 1] 0

1 0 0

i 0 D

1 0 D

1% 90

4,365

_ - ___ 150

3 0 0

1 0 0

1 0 0
350 150

s

4 0 0

t 150 150

2 0 0
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LIBRARY DIVISION

LIBRARY SPACE NAME UNMT  uUNit  ExTenpep  SPACE  DIVISION
L Furniture and Equipment . Qv saFT  safT _ Sq_F_t - SqFt
YA COLLECTION & CYBER CA¥E N 3,465
Booth, Multimedia 2 250 500
Booth, Young Aduit 4 250 1,000
Chair, Lounge 25 35 875
Computer, Multimedia Desktop 8 0 ¢
Computer, OPAC {On-Line Public Access) Desktop 1 0 0
Computsr, Public Desktop 16 0 0
Dictionary Table Top Stand 1 0 ]
Printer, Laser {Color) 2 0 0
Scanner, Flat 2 0 0
Table, End 3 15 45
Table, End 7 15 105
TV Monitor With DVD Player & Fiat Screen 1 40 40
36" Aisle SF 66"H Magazine Display Shelving W/ 3 Shelvs 2 12 24
17 Young Adull Current Magazings
35" Aisle SF 66”H Steel Shelving Wi § Shelves 44 12 528
7.798 Young Adull
Paperback SF 66" Shelving Unit Wi 5 Divider Shelves 29 12 348
5104 Young Aduit Paperbacks
YA .iIOME\\"ORK CLUB a 600
Chair, Juvenile 16 0 ]
Chair, Technology Workstation Task 5 0 0
Computer, OPAC (On-Line Public Access) Desktop 1 0 0
Computer, Public Desktop 2 ] 0
Computer, Public Desktop Spanish Language 2 0 0
Globe, Desktop 1 0 0
Printer, (nk-Jet (Color) 1 0 Q
Table, Reader's 4 500 4480
White Board 1 0 0
Workstation, Technolegy Carrel 5 40 200
Net Assignable Square Footage: 60,740
Non-Assignable Square Foolage (@ 25%of Gross): 20,247
" Gross Square Footage: 80,987

N\ A Libris Design Building Progiam
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ADMINISTRATION | 2,000 SqFt

[FUNCTIONAL ACTIVITY |
The primary function of this division is to provide offices for the library administration to
perform its duties in planning and implementing the library's service program. This division
should be designed to implement and support the staffing levels identified in the Plan of
Services. In addition to the regional and branch manager's, there will ultimately be a full
complement of professional and support staff to assist with the co-location and cooperative joint-
use operalion of the library, There will also be a conference room which will serve as an
administrative conference room for siaff meetings.

A secondary function of this diviston is to facilitate the library’s relationships with educators,
organizations, patrons and administrators outside the library itself. The librasy must successfully
grect and provide assistance 10 the joint-use coordinators, job applicants, sales representatives,
city officials, and other community stakeholders. A strong focus of the library will be partnering
with preschools, elementary schools, secondary schools, colleges, technical institutes, local
businesses, schools and community organizations. The design and finishes must enhance both
1he library’s image and it's ability to host potential and current pariners.

SPATIAL RELATIONSHIPS . |

The library's administrative offices need to be accessible (o the public, but they do not nced to be
located in prime floor space. In a building this size, administration js best located in a somewhat
remole area, even on a secondary floor, but relatively close to elevators and stairs Jeading to the
main entry. Administration should also be located in proximity of the staff lounge and the staff

ernitrance.

CLOSE:
Circulation Services
Staff Services

¥arEE "This Division implements and supports the staffing levels
identified in the Plan of Service.”

DIVISION SPACE SUMMARY . _ SQFT
Administrative Rest Room N/A
Administrative Staff Office 365
Branch Manager's Office 131 i
Business Office 175
Conference Room 323 L

i Copy/Printing/Fax 55 I
District Clerk (Joint-Use) 105 '
District Librarian’s Office - Joint-Use Coord. 211
Kitchenette 74 .
Reception & Waiting Area 328 |
Regional Manager's Office : 233 |

_ e TOTAL 2,000
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Administrative Rest Room | 0 SqFt

Functional Activity

A separate men's and women's rest room with two water closets in the women's and one
water closet and ane urinal in the men's. The adminislrative restroom will be used primarily
by the administrative staff, circulation siaff, technical services staff and visiors to
administration.

Must be handicapped accessible.

Occupancy
MEN'S; 3
WOMEN'S: 3
Future Flexibility & Expandability
This space requires minimal or no flexibility unless ADA accommodalion reguirements
change.
Security & Supervision
Administration and circulation staff will supervise resirooms.
Spatial Relationships
1t would be useful to have it close to the Conference Room.

CLOSE:
Conference Room
PROXIMITY:
Administrative Staff Office
Regional Manager's Office
Branch Manager's Office
Districl Libranian
Acoustics
Al sound dampening possible.

Space Finishes
Finishes must be of high durability, slip resistant and as maintenance liee as possible.

CEILING:
Water resistant gypsum board with chemical resistant latex paint
WALLS:
Glazed Ceramic Tile
FLOORS:
Unglazed Ceramic Tile
Hlumination
Warm and dim lighting with bright lighting for mirrors.
Fenestration
No windows desired.

HVAC
Reslrooms require separate venting.

Electrical '
To be determined by the electrical consultant, "Storms & Lowe”, during the Architectural
Design Development Phase.

Signage
Required signage includes a door-mounted geomelric identification symbol to identify Men's
(Equilateral triangle ¥4~ thick with edges 12" leng pointing upward), Women's (12" diameter
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circle %~ thick), or Unisex facilities {12 diameter circle with %4” thick triangle superimposed
within the circle), which contain no pictogram or lelters, centered on the rest room door 60°
above the fioor in a color which distinctly contrasls with the color of the door.

Additional required signage includes a universal pictogram {white figures on a blue
background) and the universal symbol of accessibility ; and a verbal description of the room
placed immediately below the accessibility symbal (“Administrative Rest Room®, “Men”, or
"Women”) wall-mounted 60” above the finished floor adjacent to the tatch side of the door.
Characters on the wall-mounled signs must be 1/32" raised uppercase sans serif lype
accompanied by Grade Ul Braille.

ADA (Disability Requirements)
Accessible sanitary facilities must be provided for staff. If separate slaff rest rooms are
provided for each gender, then separate and accessible facilities must also be provided for
staff of each gender. If unisex facilities are provided, al least one accessible unisex facility
will also be provided within close proximity 1o the non-accessible facility.

The rest rooms will be accessible by means of a 36" minimum aisle. Greater distances to an
exit, cross aisle, or foyer increase the accessible aisle requirement in increments of 1 %" per
5 inlenglh. If an accessible aisle is less than 60" wide, then turning and passing spaces of
60" by 60" must be located at any obstruction and al reasonable intervals not exceeding
200°. Corridors which serve an occupancy load of 10 or more must be a minimum of 447
wide. A 36" wide door with a minimum clearance of 32" is required. Interior doors can
require no more than 5 pounds of pressure 1o operate with hardware mounted no higher
than 48" above finished floor. Thresholds cannot exceed 14" in height.

The top of the toilet seat must be 17" to 19" above finished floor. The toilet paper dispenser
must be localed a minimum of 19" high, within 12" of the front edge of the loilet seat, and
provide a continuous paper flow. Side {minimum 42" long} and rear {minimum 36" long)
grab bars, which will support at least 250 pounds, are mounted at 33" above the floor.

The lavatory sink height should not exceed 34" and a knee clearance of 29" will be
pravided. Paper towel dispensers and automatic hand dryers must meet forward and side
reach requirements. The sink faucets must be the lever type, eleclionically activated, or
approved seif-closing valves with a minimum 10 second flow. Faucets must be operable
with a single hand and not require any twisting of the wrist, pinching, or tight grasping. A
maximum of 5 pounds of force can be reguired to operate the faucets.

Audible and visual emergency warning alarms are required.

UNIT  UNIT EXTENDED
Description of Furniture & Equipment Units QTY SQFT SQFT

Special Purpose
Commode
Hand Dryer
Mirsor
Paper Towel Dispenser
Sink And Counter
Soap Dispenser
Stall
Urinal

= 0 N R NKR DN,
QO Qo o o O Q@ O
oo Qo0 Q o e @

& Litwis Design Building Program
Repost Prined on: /132004 3:24:01 PM Page 5-3




365 SqFt

Administrative Staff Office

Functional Activity
This space will provide workstations for a secretary, assistants, volunteers, students and
county library staff to support the branch manager, regional manager, and other clerical
adminislration staff.

Occupancy
STAFF WORKROOM WORKSTATIONS: 5

Future Flexibility & Expandability
Sufficient flexibility should exist lo allow the rearrangement and remodeling of this space. [t
is not expected that this area would need to be exganded.

Security & Supervision
This area is a staff area and access is controlled by a lock 1o the office and tockable
workstations in the open office area.

Spatial Relationships
This space musl be adjacent to the reception and wailing room since lhe secretary will often
greet visitors and usher them into the branch manager’s office, and regional manager's
office. This space should also be adjacent ta the copy/printing/fax area. This office should
be refatively close to the conference room to facilitale assistance during meelings.

ADJACENT:
Branch Manager’s Office

Regional Manager's Office

Receplion & Waiting Area

Copy/Printing/Fax
CLOSE:

Conference Room

Business Office

District Librarian
PROXIMITY:

Administralive Rest Room

Kitchenette

Acoustics
Normal office noise generated from telephone conversations etc. Standard acoustical

dampening strategies would allow the staff o be more effective.

Space Finishes
Finishes should reflect a serious, calm and thoughtful image. The walls and carpet will not
see the heavy use of regular public areas, but still must maintain a professional appearance

for many years of normal use.

CEILING:

Acoustical
WALLS:

Vinyl or Fabric wall covering
FLOOR:

Carpet or Carpet Tile

Ilumination
The light level should average at least 30 to 40 foot candles minimum with 50 foot candles
preferred over work surfaces. Standard non-glare office lighting such as deep-cell parabolic
flucrescent fixlure with semi-specular aluminum louvers is acceptable.

Fenestiration
Windows are desired as long as they don't create glare in computer screens. If separate
from the reception & waiting area, there should be a view window between the two.
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HVAC . : .
Care should be taken in the location of the HVAC vents to avoid drafts on the inhabitants.

Electrical S
To be determined by the electrical consultant, "Storms & Lowe”, during the Architectural
Design Development Phase.

Data Communications

Provide one standard quad communications outlel {iwo voice and two data) co-located with
associated power at any workstation location, mounted on the wall 6 above the desk or 157
above the finished floor; and one standard quad communications outiet (two voice and two

data) co-located with associated power on all other walls,

To provide universal access 1o power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9” above the finished floor for side reach access, with a minimum of 30"
wide x 48" deep clear floor space. If no alternalives are provided to receplacles mounted at
6" above the work surface, the depth of the work surface cannot exceed 24” for a side reach
or 25" for a forward reach al accessible locations.

AV Communications
Provide one cable oullet.

Signage
Sign on any door into this space that says: “Library Adminisirative Offices”.

ADA (Disability Requirements)
The doorways leading to staff work areas shall be minimum 32" in clear width. The floors of
a given story are al a common level throughout, or are connecled by ramps for no more than
8.33% or passenger elevators.
The required sitrike side clearances of interior doors shall be 18" minimum and 24" minimum
for exterior deors. Minimum required clearance on the latch side is 127 if doors are equipped
with both latches and closers. Provide a clear distance {length) of 60" at the deor pull side
(the direction of the door swing} and 48" in length at the push side.
All aisles serving one side are a minimum of 367 in width and 44” minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44"
wide. Cotridors and haliways that are located on an accessible route and exceed 200°-0" in
length must have a minimum clear width of 60" for two wheelchairs to pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 2" per 5" in length. If an accessible aisle is less than 60 wide, then turning
and passing spaces of 60" by 60" must be located at any obstruction and at reasonable
intervals not exceeding 200"
The height of fixed or built-in worktables and counters is between 28 to 34" from finished
floors. A minimum of 30"wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is al least 27"
high, 30" wide and 19" deep.

-Furniture and Equipment R

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Special Purpose
File Cabinet (Lateral} 5 20 100
Staff Workspace
Chair, Task 5 0 0
Workstation, Clerical Office System 4 50 200
Workstation, Clerical Office System 1 65 65
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Furniture and Equipmont o
UNIT UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Technology
Computer, Staff Desktop 5 0 0
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Branch Manager's Office

131 SqFt

Functional Activity
The branch manager is the head of personnel aclivities for the library and represents the
library in the regional manager's absence. This office will also provide a confidential space
where staff reviews can be performed and confidential issues discussed. The branch
manager's office will oflen be used as the mediation room for staff and public. The branch
manager will spend much of his or her life within this room. Comfort, integrity, and security
are the key design goals for this space.

QOccupancy
OFFICE; 1
VISITOR SEATS: 2
Future Flexibility & Expandability
Sufficient flexibility should exist to allow the rearrangement and remodeling of Lhis space. |t
is not expected that this area would need to be expanded.
Security & Supervision
This is a staff area and access is controlled by lock.

Spatial Relationships :
The branch manager's office must be adjacent to the adminisirative staff office, the
conference room as well as the regional manager's office. Ih addition, it would be
appropriate to locate this office close to the reception and waiting area as well as business
and District Librarian's offices.

ADJACENT:
Administralive Staff Office
Regional Manager's Office
CLOSE:
Conference Room
Business Office
Reception & Waiting Area
District Librarian's Office
PROXIMITY:
Administrative Rest Room
Acoustics

Normal office naise generated from telephone conversations, etc. Exira- ordinary acoustical
damgpening strategies must be utilized due to the confidential nature of many discussions.

Space Finishes . N o :
As an important part of the staff and public's impression of the library, this office must project
professional competency and reflect a serious, calim and thoughtful image, Patrons who
come to this office are generally extremely upset, so soothing colors and finishes are
important. The walls and carpet will not see the heavy use of regular public areas, but still
must maintain a professional appearance for many years of normal use.

CEILING:

Acouslical
WALLS:

Vinyl or Fabric wall covering
FLOOR:

Carpet or Carpet Tile

IHumination
The light level should average at teast 30 to 40 foot candles minimum wilh 50 fool candles
preferred over work suifaces. Standard non-glare office lighting such as a deep-cell
parabofic fluorescent fixture with semi-specular aluminum louvers is acceptable. Some
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fighting should be dimmable and task hghis should be present on the desk.

Fenestratlon
Windows are hrghly desired as long as they don'l create glare on compuler screens.

HVAC

Care should be taken in the locahon of the HVAC venis 1o avoid drafls on the inhabitants.
Individually-controlled thermostal,

Electrical

To be determined by the electrical consultant, "Storms & Lowe”, during the Archileciural
Design Development Phase.

Data Communications
Provide one standard quad communications outlel {two voice and two data) co-located with
associated power at any workstation location, mounted on the wall 6” above the desk or 15"
above the finished floor; and one standard quad communications outlet {two voice and two
data) co-located with associated power on all other walls,

To provide universal access to power and dala connections, wall-mounted receptacles and
oullets can be installed no less than 15" above the finished floor for forward reach access
and na less than 9" above the finished floor for side reach access, with a minimum of 307
wide x 48" deep clear floor space. if no alternatives are provided to receptacles mounted at
6™ abave the wark surface, the depth of the work surface cannot exceed 247 for a side reach
or 25 for a forward reach at accessible locations.

AV Communications
Provide one cable outlet.

Signage
Sign on the door that says: “Branch Manager”™.

ADA [Disability Requirements)
The doorways leading to the office shall be minimum 32" in clear w:dth The required strike
side clearances of intetior doors shall be 18" minimum and 24" minimum for exterior doors.
Minimum required clearance on the latch side is 12" if doors are equipped with both latches
and closers. Provide a clear dislance {length) of 60" al the door pull side {the direction of the
door swing) and 48" in length al the push side.

All aisles serving one side are a minimum of 367 in width and 44” minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, musl be a minimum of 44°
wide. Corridors and hallways that are located on an accessible route and exceed 200°-0" in
length must have a minimum clear widlh of 60" for two wheelchairs o pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 %" per 5" in length. If an accessible aisle is less than 607 wide, then lurning
and passing spaces of 607 by 60™ must be located at any obstruction and at reasonable
intervals not exceeding 200'.

The height of fixed or built-in worktables and counters is between 28° to 34" from finished
floors. A minimum of 30™wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such lables, counters and work sutfaces is at least 277
high, 30" wide and 19" deep.

UNIT UNIT EXTENDED
Description of Furniture & Equipment Units QTY SQFT SQFT

Special Purpose
Lamp, Desk 1 0 0
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UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SGFT SQFT
Staff Workspace
Chair, Assistant Library Director's 1 0
Chair, Visitor's 2 0 0
Credenza 1 25 25
Desk, Assistant Library Director’s 1 70 70
Shelving, SF 84"H Wood Wi 6 Shelves 3 12 36
Technology
Computer, Siaff Desktop 1 0 0
Telephone Handset 1 0 0
p—— A Libris Design Buikding Program Fontana Library a;'{esouroa Technelogy Cerer
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usiness Office 175 SqFt

Functional Activity |
The business officer's duties involve developing budgets and keeping financial records for
the library as well as overseeing the purchasing aclivities of the library.

Occupancy
OFFICE: 1

Future Flexibility & Expandability
Sufficient flexibility should exist to allow the rearrangement and remodeling of this space. N
is nol expected that this area would need to be expanded.

Secn__j"rity & Supervision
This is a slaff area and access is conlrolled by a lock on the door.

Spatial Relationships
The business office should be close to Ihe administrative staff office, branch manager's
office, regional manager's office, the reception and waiting area as well as the District
Librarian’s office. There will be moch information about the library's finances that these
individvals will wani lo communicate 1o one another, and this process will be expedited if
their offices are close 10 one another.

ADJACENT:
District Librarian’s Office
Administralive Staff Office
CLOSE:
Branch Manager's Office
Regionat Manager's Office
Reception & Wailing Area
Copy/Printing/Fax
Conference Room
PROXIMITY:
Administralive Rest Room
Kitchenette

Acoustics
Normal office noise generated from telephone conversations, elc. Standard acoustical
dampening strategies would allow the staff 10 be more effective.
Space Finishes _ _
This office should look very business-like and efficienl. The walls and carpet will not see {he
heavy use of reguiar public areas, but still must maintain a professional appearance for
many years of normal use.
CELING:
Acoustical
WALLS:
Vinyl or Fabric wf acoustical panels behind for sound absorption.
FLOOR:
Carpet Tile
lilumination
The light level should average at least 30 to 40 fool candles minimum with 50 fool candles
preferred over work surfaces. Slandard non-glare office hghting such as a deep-cell
parabolic fluorescent fixlure with semi-specular aluminum louvess is acceptable.

Fenestration
Windows are highly desired as long as they don't create glare on compuler screens.

HVAC
Care should be taken in the location of the HVAC venis to avoid drafis on the inhabitants.
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individualiy-controlied thermostat.

Electrical o : L : _
To be determined by the electrical consultant, "Storms & Lowe”, during the Architectural
Design Development Phase.

Data Communications _ . o
Provide one standard quad communications oullet (two voice and two data) co-located with
associated power at any workstation location, mounted on the wall 6" above the desk or 15"

above the finished fioor; and one standard quad cornmunications outlet (two voice and two
data) co-located with associated power on all other walls.

To provide universal access to power and data conneclions, wal-mounted receptacles and
oullets can be installed no less than 15” above 1he finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimum of 30°
wide x 48" deep clear floor space. If no alternatives are provided o receptacles mounted at
6" above the work surface, the depth of the work surface cannot exceed 247 for a side reach
or 25" for a forward reach at accessible focations.

AV Communications

Provide one cable outlet.

Signage .
Sign on the door that says: “Business Office”.

ADA {Disability Requirements)
The doorways leading to the office shall be minimum 327 in clear width. The floors of a
given slory are al a common level throughout, or are connected by ramps for no more than
8.33% or passenger elevalors,
The required strike side clearances of interior doors shall be 18" minimum and 24" minimum
for exterior doors. Minimum required clearance on the latch side is 12" if doors are equipped
with both laiches and closers. Provide a clear distance (length) of 607 at the door pull side
{the direclion of the door swing) and 48" in length at the push side.
All aisles serving one side are a minimurn of 36" in width and 44" minimum it serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44"
wide. Corridors and hallways thal are located on an accessible route and exceed 200°-0” in
length must have a minimum clear width of 60" for two wheelchairs to pass parallel. Greater
distances {o an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 %" per 5 in length. If an accessible aisle is less than 60° wide, then turning
and passing spaces of 60° by 60" must be located at any obstruction and at reasonable
intervals not exceeding 200",
The height of fixed or built-in worktables and counters is between 287 to 34" from finished
floors. A minimum of 30"wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 27”
high, 30" wide and 19" deep.

IT  UNIT EXTENDED

Description of Furniture & Equipment Units QTYy SOFT SQFT
Special Purpose
File Cabinet {Lateral) 3 20 60
Staff Workspace
Chair, Professional’s 1 0 0
Chair, Visitor's 2 15 30
Credenza 1 25 25
Desk, Business Manager's 1 60 60
) A Libris Design Bulding Program Fontana Library and Resource Technology Center
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UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Technology
Compurter, Staff Desktop 1 0 0
Telephone Handset 1 0 0
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Fuactional Activity - _
This room will be used as a conference room for administrative staff meelings, planning
work sessions, job interviews as well-as many different administrative projecis by the
regional manager, branch manager and stafl. The room will be used for he library’s joint-
:ﬁg steering committee as well as for meelings with donors, corperate partners and other

5.

Occupancy
MEETING SEATS: 16

Future Flexibility & Expandability
It is not anticipated that this room will he expanded or changed.

Security & Supervision
Staff in administration controls this room.

Spatial Relationships _
The conference room must be adjacent to the regional manager's office, branch manager's

office and the kitchenette. It should also be close to the administrative rest rooms,
administrative staff office, copy/printing/fax area and the receplion and waiting area.

CLOSE:
Copy/Printing/Fax
Receplion & Wailing Area
Regicnal Manager's Office
Branch Manager's Office
Dislricl Librarian's Cffice
Administrative Siaff Office
PROXIMITY:
Administrative Rest Room
Kitchenelie

Acoustics
Sound should be contralled so that noise from ouiside the room does not disturk inhabitants
and vice versa, particularly given the confidential nature of many discussions.

Space Finishes ) '
The conference room should have high-quality finishes and materials. If needed politically or
financially, private fundraising efforts can pay for the furnishings and finishes of this area

directly. The walls and carpet will not see the heavy use of regular public areas, but still
must maintain a professional appearance for many years of normal use.

CEILING:

Acoustical
WALLS:

Vinyl or Fabric w/ acoustical and tackable panels behind for sound absorplion.
FLOOR;

Carpet or Carpet Tile

Tlamination .

Light levels of 50 foot candles al table top are preferred, bul al least 30 1o 40 fool candles
must be maintained over work surfaces. General room lighling is acceptable, bul there
should be some lighting which is dimmable for AV presenlations as wel as fask lighling.

Fenestration
Windows would enhance the room, but they must be able 1o be completely blacked out
though the use of mechanical screens or blinds in order to produce high quality AV
presentations.
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HVAC
Individually controlled thermostat
Electrmal

To be determined by the electrical consullant, "Storms & Lowe”, during the Architectusal
Design Development Phase.

Data Communications

Provide one standard quad communicalions outlet (two voice and two data) co-located with
associated power at the main preseniation location. This can be within the conference room
table or in a recessed floor box.

Provide one standard duplex communications outlet (twa voice and two data) co-located with
associated power at the wall 6" above a perimeter counter or 15" above the finished floor at
a table location to support a phone and supplemental nelwork equipment. At a minimum,
provide one duplex outlet on two walls of the Conference Room.

Qptional, quad video conferencing oullet (four voice) co-located with associaled power at the
videa conferencing {(or future/potential video conferencing location).

To provide universal access ta power and data connections, wali-mounted receptacles and
oullets can be installed na less than 157 above the finished floor for forward reach access
and no less lhan 97 above the finished floor for side reach access, with a minimum of 30"
wide x 48" deep clear flaor space

AV Communications
Presentation of videolape or OVD material in the Conference Rooms may be accomplished
using installed or portable felevisions. To project computer images (e.g., PowerPoint),
portable or inslalled projeclion equipment is recommended since standard televisions are
not capable of displaying computer images without the use of special electronics that greatly
degrades the qualily of ihe image.

Sound from video and computer sources may be reproduced through loudspeakers built into
lhe projector or through speakers installed in the conference room. If speakers are installed
in the room, appropriate sound amplification will be required. Images may be displayed onto
a projection screen that may be motorized or manually operated. If the system is lo display
television images, outlets should be provided adjacent to lhe projector for connection to the
TV distribution system (e.g., Cable TV, antenna, salellite dish). Accommeodations should be
made for housing installed video source equipment {e.g., VCR, DVD) and other processing
equipment in a cablnel or closet WIlhln the Conference Room

Signage
Sign on the door ihat says: "Conference Room

ADA {Disability Reégifremeiits)
The doorways leading to the conference room shall be minimum 32" in clear widlh. The
floors of a given story are at a common level throughout, or are connected by ramps for no
more than 8.33% or passenger elevators.
The required strike side clearances of interior doors shall be 18” minimum and 24™ minimum
for exterior doors. Minimum required ¢clearance on the latch side is 127 if doors are equipped
with both latches and closers. Provide a clear distance (length) of 60" at the door pull side
(the direction of the door swing) and 48” in length at the push side.

All aisles serving one side are a minimum of 36" in width and 44" minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44”
wide. Corridors and hallways that are located on an accessible route and exceed 200°-07 in
length must have a minimum clear width of 60" for two wheelchairs ta pass parallel. Greater
distances ko an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 4" per 5" in length. If an accessible aisle is less than 607 wide, then turning
and passing spaces of 60" by 60" must be located at any obsiruciion and at reasonable
intervals not exceeding 200"

The height of fixed or built-in worktables and counters is between 28" to 34" from finished
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floors. A minimum of 30°wide x 48" deep clear floor space under these lables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 27°
high, 30" wide and 19" deep.

Furnitu, _ . o |
UNIT UNIT EXTENDED

Description of Furniture & Equipment Units - QTY SQFT SQFT
Meeting Rooms

Chair, Conference Room 12 0 0

Chair, Conference Room 4 12 48
Special Purpose

Presentation Center 1 0 (]
Staff Workspace

Table, Conference 1 260 260
Technology

Cabinet, AV Equipment 1 15 15

Projection Screen, Moterized Ceiling 1 0 0

Telephone Handset 1 0 0

TVIVCR Player 1 0 (1]
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Copy/Printing/Fax B 55 SqFt

Fuiétional Activity

This space will serve as a photocopy and production center where various documents will be
produced by the library adminislrative siaff.

This rcom provides space for storage of general office supplies and equipment for the
administrative offices.

Future Flexibility & Expandability
(tis not expected that this area would need to be expanded or remodeled.

Security & Supervisicn
This is exclusively a staff area with access controlled by a lock on the door.

Spatial Relationships

The space must be immediately adjacent 1o the administrative staff office. It must also be
close 1o the receptionist and business office.

ADJACENT:
Administrative Staff Office
CLOSE:
Reception & Waiting Area
Business Office
Dislrict Clerk {Joint-Use)
Districl Libranan's-Qffice
Branch Manager's QOffice
PROXIMITY:
Conference Room

Acoustics

This is a somewhat noisy area, because of Ihe phatocopy machine and occasional
conversations between staff. Standard acousticat dampening strategies should be
employed to keep the sound generated here rom spreading to other areas of the
administrative office.

Spaca Finishes L
This room will be "out-of-the-way” and won'l see any public use, but should still match the
general office environment.

CEILING:
Acoustical
WALLS:
Paint
FLOOR;
Carpel or Carpel Tite

Hlumination

Standard non-glare office lighting averaging 30 to 40 foot candles walh 50 foot candles on
the counter top preferred.

Fenestration ]
Windows not required, but would be nice.

Electrical )
To be determined by the electrical consullant, "Storms & Lowe”, during the Architectural
Design Development Phase.

Data Communications
Provide one standard duplex communications ouliet {one voice and one data) co-located
with assocnated power at each copy machine, pnnler scanner and FAX location; and one
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standard quad communications outlet (two voice and two data) co-located with associated
power at any workstalion position mounted at 15” above the finished ﬂoor
Telephone Commumcatlons ' ' o

One wall-mounted voice outlet (one voice) sunable for a wa'd-moun!ed phone located near
the door.

Srg nage
A sign on the door that says: “Copy/Storage/Supply - Staff Only"

ADA (Disability Requirements)

The height of fixed or built-in worktables and counters is belween 28° to 34" from finished
floors. A minimum of 30"wide x 487 deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 27~
high, 30" wide and 19" deep.

‘Furniture and Equlpment L
UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQF7 SQFT
Special Purpose

Bulletin Board 1 1] 0

Collator 1 0 0
Technology

Copier, Color Freestanding 1 35 35

FAX Machine, Desktop 1 H 0

Fax Stand 1 20 20

Printer, Laser {Color) 1 0 0
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District Clerk (Joint-Use) 105 SqFt

Functional Activity : S : :
This space will provide a workstailon for a clerk to support the co-located Fontana Middie
School Library from the Fontana Unified School District.

Occupancy
STAFF WORKSTATION: 1

Future Flexibility & Expandability
Sufficient flexibility should exist to allow the rearrangement and remodeling of this space, It
is not expected that this area would need to be expanded

Security & Supervision -
This area is a staff area and access is controfled by a Iock lo lhe office and lockable
workstations in the open office area.

Spatiaf Relationships
This space must be adjacent to the reception and waiting room since the secrefary will often
greel visitors and usher them into the branch manager's office, and regional manager's
office. This space should also be adjacent to the copy/printing/fax area. This office should
be relatively close to the conference room to facilitate assistance during meetings.

ADJACENT:
District Librarian's Office
Branch Manager's Office
Copy/Printing/F ax
CLOSE:
Reception & Waiting Area
Conference Room
Business Office
Regional Manager's Office
PROXIMITY:
Administrative Rest Room
Kitchenetle

Acoustics .
Normal office noise generated from leiephone conversahons efc. Siandard acoustical
dampening strategies would allow the staff to be more effeclwe

Space Finishes Cen
Finishes should reflect a serious, calm and lhoughiful image. ‘The waHs and carpet will not
see the heavy use of regular public areas, but stil must maintain a professional appearance
for many years of normal use.

CEILING:

Acoustical
WALLS:

Vinyl or Fabric wall covering
FLOOR:

Carpel or Carpet Tile

INumination ’ : : : o :
The light level should average at least 30 to 40 foot candles minimum with 50 foot candles
preferred over work surfaces. Slandard non-glare office lighting such as deep-cell parabolic
fluorescent fixture with semi-specular aluminum louvers is acceptable.

Fenestration
Windows are desired as long as they don't create glare in computer screens. If separale
from the reception & waiting area, there should be a view window belween lhe two.

A Libris Design Building Program Fonlana Library and Resowrce Technology Center
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HVAC’ : i
Care should be taken in the location of the HVAC vents to avoid drafls on the inhabitants.

Telephone Communications
Provide one standard quad com mumcahons oullet {iwo voice and two data) co-located with
associated power al any workslation location, mounted on the wall 6 above the desk or 157
above the finished floor; and one standard quad communications oullet {two voice and two
data) co-located with associated power on all other walls.

To provide universal access 1o power and data connections, wall-mounted receptactes and
gutlets can be installed no less than 15° above the finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with 2 minimum of 30"
wide x 48" deep clear fioor space. If no alternalives are provided to receptacles mounfed at
6" above the work surface, the depth of the work surface cannot exceed 24” for a side reach
or 25" for a forward reach at accessible locations.

AV Communications
Provide cne cable outlet.
Signage
Sign on any door into this space that says: “District Offices™.

ADA (Disability Requirements) .

The height of fixed or built-in worktables and counters is between 26° to 34° from finished
floors. A minimum of 30"wide x 48° deep clear floor space under these tables and counters
musl be provided. Knee clearance at such tables, counters and work surfaces is at least 27"
high, 30 wide and 19" deep.

'Furniture and Eguipment o _
UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Reader's Seats

Chair, Task 1 15 15
Staff Workspace

Workstation, Secretarial Office System 1 a0 30
Technology

Computer, Staff Desktop 1 0 a

A Libris Design Bur!d'lng F'rogram Fonlana Libsery and Resource Technology Center
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Othse Coord. -

Thls ofﬂce is an off ce for use by lhe Coordmaior for the co-located Middle School Lrbrary
This position will be responsible for overseeing the library use by the school districts and
colleges. The joint-use coordinator will also be responsible for all aspects of joint-use
between the 6 school districts (there are 44 schools in Fonlana alone), Chaffey College and
other advanced technical education institutes within the Cily of Fontana and numerous
pockets of San Bernardmo residenls.

Occupancy
OFFICE: 1
VISITOR SEATS: 4
Future Flexibility & Expandability
Sufficient flexibility shoutd exist to allow the rearrangement and remodeling of this space. It
is not expected that this area would need to be expanded.
Security. & Supervision
This is a staff area and access is controlled by a lock on the door.
Spatial Relationships

The office should be close to the adminisirative slaff office, regional manager's off ice, the
branch manager's office, the receplion and waiting area.

ADJACENT:
District Clerk
Administrative Staff QOffice
CLOSE:
Copy!Printing/Fax
Business Office
Regional Manager's QOffice
Branch Manager's Office
Receplion & Waiting Area
PROXIMITY:
Administralive Rest Room
Conference Room

Acoustics:

Normal offlce noise generated from telephone conversations, etc. Sta ndard acoustlcal
dampening strategles would allow the staff to be moere effeclive.

8pace leéhe

This office sheuld Iook very busmess—hke and eﬂ' cienl. The walls and carpet will not see the
heavy use of regular public areas, but still must maintain a professional appearance for
many years of normal use.

CEILING:
Acoustical
WALLS:
Vinyl or Fabric wf acoustical panels behind for sound absorption,
FLOOR: . B
Carpet Tile
Muminationn
The light level should average at least 30 to 40 foot candles minimum with 50 foot candles
preferred over work surfaces. Standard non-glare office lighting such as a deep-cell
parabolic fluorescent fixture with semi-specular aluminum louvers is acceplable.

Fenestratlon
Windows are h|ghly desired as long as lhey don't create glare on computer screens.

A Libris Design Buldng P:ogram Fontana Library and Resource Technology Center
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Care should be taken in the location of the HVAC vents to avoid drafts on the inhabitants.
Individually-contrafled thermostat.

Electrical S
To be determined by the electrical consultant, "Storms & Lowe”, during the Architectural
Design Development Phase.

Data Communications
Provide one standard quad communications oullet {two voice and two data) co-located wilh
associaled power at any workstation location, mounted on the wall 6™ above the desk or 157
above the finished floor; and one standard quad communicalions outlet (two voice and two
data) co-located with associated power on all other walls.

To provide universal access 10 power and data connections, wall-mounted receptacles and
oullets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9™ above the finished floor for side reach access, with a minimum of 30"
wide x 48" deep ciear figor space. If no alternatives are provided to receptacles mounted at
6" above the work surface, the depth of the work surface cannot exceed 24" for a side reach
or 25" for a forward reach at accessible locations.

AV Communications
Provide one cable oullef,

Signage
Sign on the door that says: “Joini-Use Coordinator”.

ADA {Disability Requirements)
The doorways leading lo the office shall be minimum 32" in clear width. The floors of a
given slory are al a common level throughout, or are connecied by ramps for no more than
8.33% or passenger elevators.

The required sirike side clearances of interior dooss shall be 18 minimum and 24 minimum
for exterior doors. Minimum required clearance on the latch side is 12° if doors are equipped
wilh both latches and closers. Provide a clear distance (lengih) of B0™ at the door pull side
{the direclion of the door swing} and 48" in length at the push side.

All aisles serving one side are a minimum of 36” in width and 44" minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44°
wide. Corridors and hallways that are located on an accessible route and exceed 200°-0” in
length must have a minimum clear widlh of 60" for two wheelchairs to pass parallel. Greater
distances to an exil, cross aisle, of foyer, increase lhe accessible aisle requirement in
increments of 1 %47 per &' inlength. If an accessible aisle is iess than 60" wide, then turmning
and passing spaces of 60" by 60” must be located at any obstruclion and at reasonable
intervals nol exceeding 200,

The height of fixed or built-in worktables and counters is between 28” to 34” from finished
floors. A minimum of 30*wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 277
high, 30" wide and 19" deep.

Furniture and Equ e
UNIT  UNIT EXTENDED

Pescription of Furniture & Equipment Units QTY SQFT SQFT
Staff Workspace
Chair, Professional’s 1 Y
Chair, Visitor’s 4 0 0
Credenza 1 25 25
Desk, Professional 1 50 50
Shelving, SF 84"H Wood W/ 6 Shelves 3 12 36
Table, Conference 1 100 100
A Libris Desigh Buiiding Plog-r;m D Fontana Library and Resource Technalogy Center
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F“m l"—"’ eanquwpment ” | .. ) L
UNIT UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Technology
Computer, Staff Desktop 1 0 0
Telephone Handset 1 0 0
A Librfs Design Bulding Program o T Fontana Library and Resource Technology Center
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Kitchenete 74 SqFt

Functional Activity

As parl of the adminislrative camplex, a kltchenelle will prowde a space to prepare
refreshments for board meetings, community group meetings, receptions as well as training
sessions.

Future Flexibility & Expandability -
It is not aniicipated that this area would change puipose or require expansion.

Spatial Relationships
Refreshments shouid be able to be served from the kitchenelie direclly 1o the conference
roont.

CLOSE:

Conference Room
PROXIMITY:

Adminisirative Staff Offices

Space Finishes
The finishes for this space should be light in color and easy to clean up after spills.

CEILING:
Acouslical
WALLS:
Vinyt wall covering
FLOOR;
Tile
Illumlnatlon

Lighting in combination with Iight colored finishes should provide a space which feels bright
and clean. Under cabinet task Ilghtmg will assist with makmg counter lops feel brlghlly fit.

Fenestration
Windows are not desired.

HVAC

The kalcheneﬂe must have adequate exhaust fans and vepls to prevenl the smell of food
being prepared from enlering the conference room and other parts of the administrative
offices.

Electrical

To be determined by the eleclncal conSUItant "Storms & Lowe during the Archltectural
Design Development Phase.

Signage PR
A sign on the door thal says: 'Kltchenette

ADA (Disability Reguirements)

Adi sinks, including kitchen sinks need o prowde a minimum 307x48" clear space in front of
sinks that allow forward approach by wheelchairs. Knee clearance under sink is a minimum
. of 277 high and 30" wide, and provides an-absolule depth of 197 underneath the sink. .
Provide thermal shields for drain and hot water piping to prevent confact. Maximum heighl
of rim or counter above finish floor is 34™. All sinks is a maximum depth of 6-1/2°. There
shall be no sharg or abrasive elements under sinks. Faucets are lever type, electronically
aclivated or approved self-closing valves with a minimum of 10 second open flow. Maximum
force required to activate faucets controls is 5 pounds
The height of fixed or built-in worklables and counters is between 287 to 34" from finished
floors. A minimum of 30°wide x 48" deep clear floor space under these tables and counters
must be prowded Knee ¢learance at such tables, counters and work surfaces is at least 27"
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high, 30" wide and 19" deep.

nd Eq|pment .

UNIT  UNIT EXTENDED
Description of Furniture & Equipment Units QTY SQFT SQFT

Special Purpose

Microwave Oven 1 0 ]

Paper Towel Dispenser 1 0 0

Refrigerator 1 20 20

Sink 1 18 18
Staff Workspace

Cabinets, Above Counter G 0 6

Cabinets, Below Counter 6 5 30
Technology

Tetephone Handset 1 0 0
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Functlonal Actwuty . e - :
The reception and wallmg coom is the first space that ws:tors to the hbrarYs admlmslratwe
offices should enter. This space should be visible when arriving on the same floor as
administrative offices if the offices are on a secondary level. The space will provide visitors
with a comfortable place to sit after they have been gfeeted by the receptionist.

OCCUpancy

LOUNGE SEATS: 4
STAFF WORKSTATIONS: 1

Future Flexibility & Expandabllﬂy

Sufficient flexibility should exist to allow the rearrangement and remode!mg of this space. [t
is not expected Lhat this area would need to be expanded.

Security & Supervision
This space is supervised entirely by the administrative staff The space must be able to be
locked for security.

Spatial Relationships
This space should be adjacent to the staff office. M should be close to the conference room,
regional and branch manager's office as well as the business and District Librarian's office.
The reception and waiting area, as well as the administrative ofiice complex in general,
should be in the proximity of the staff entrance and lounge, or at least access to lhese areas
should be relatively easy.

ADJACENT:;
Administrative Staff Office
CLOSE:
Regional Manager's Office
Branch Manager's Office
Conference Room
Business Office
Bistrict Librarian
CopyiPrinting/Fax
PROXIMITY:
Staff Entrance
Staff Lounge

Acoustlcs :
This is not a particularly nousy area bui \here will be frequent conversatlons between the
receptionist and members of the public. Standard acoustical dampening strategies should
be employed to keep the sound generated here from spreading to other areas of the
adminisirative office.

Bpaco Finlshes
The appearence of this space is exlremely |mporlant since it is the first impression of the
library’s administration that the public will receive. That impression must be one of
prefessional competency and reflect a serious, calm and thoughtful image. The walls and
carpet will not see the heavy use of regular public areas, bul still must maintain a
professional appearance for many years of normal use.

CEILING:
Acoustical

WALLS:
Vinyl or Fabric w/ acoustical panels behind for sound absorption.

FLOOR:
Carpet

Niumination
A Libris Design Bu!dln_i; Program T - Fontana Library and Resource 'I'ed'molog'_.r Center
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Standard non-glare office lighting averaging 30 to 40 fool candles with 50 fool candles on
the desk top. The reception desk should be "highlighted” to draw patrons to it avlomatically.
Alable lamp in the seahng area will help to prowde a non-sterlle “living room" ambiance.

Feneslratlon . :
I:xtenor windows are deswable

HVAC"
Care should be taken in the location of the HVAC vents to avoid drafts on the mhab:tants
ind Widually-conirolled thermostat.

Electrlcal :
To be determined by the electrical consulta nt, "Storms & Lowe", during the Architectural
Design Development Phase,

Data Communications
Provide one standard quad communications outlet (two voice and lwo data) co-located with
associated power at any workstation location, mounted on the wall 6” above the desk or 15°
above the finished floor; and one standard quad communications oullet (two voice and two
data) co-located with associated power on all other walls.

To provide universal access to power and dala connections, wall-mounted receptacles and
outlets ¢an be installed no less than 15" above the finished flcor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimum of 30"
wide x 48 deep clear floor space. If no alternatives are provided to receptacies mounted at
8" above the work surface, the depth of the work surface cannot exceed 24” for a side reach
or 25" far a forward reach at accessible locations.

AV Gommunications
Provide one cable oullet.

Signage
A sign on the door that leads to this space (hal says: “Library Administration”.

ADA (Disability Requlrements]
The doorways leading to the reception &waltlng area shall be minimum 32“ in clear width.
The floors of a given story are at a common level throughout, or are connected by ramps for
no more than 8.33% or passenger elevators.
The required strike side clearances of interior doors shall be 18" minimum and 24" minimum
for exterior doors. Minimum required clearance on the latch side is 12" if doors are equipped
wilh bolh latches and closers. Provide a clear distance (length) of 60" at the door pull side
(the direction of the door swing) and 48" in length at the push side.
All aisles serving one side are a minimum of 36" in widlh and 44™ minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44”
wide. Corridors and hallways that are located on an accessible route and exceed 200°-07 in
length must have a minimum clear width of 60" for two wheelchairs to pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 24" per §" in lenglh. Y an accessible aisle is less than 60” wide, then turning
and passing spaces of 60" by 60" must be located at any obstruction and at reasonable
intervals-not exceeding 200°.
The height of fixed or built-in worktables and counters is between 287 to 34" from finished
floors. A minimum of 30"wide x 48" deep clear fioor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 27
high, 30" wide and 19" deep.
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UNIT UNIT EXTENDED
Description of Furniture & Equipment Units QTY SQFT SQFT

Reader's Seats
Table, End 2 12 24

Special Purpose

Chair, Lounge 4 35 140

File Cabinet (Lateral) 3 20 60

Lamp, Table 2 0 0

Queing Area 4 6 24
Staff Workspace

Chair, Task i H )

Workstation, Reception Desk 1 80 80
Technology

Computer, Staff Desktop 1 0 0

Telephone Handset 1 0 0
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Rgg\'i_gn;al;Ma'_ngger's'Ofﬁce

Functional Activity

The regional manager's office is an area where the llbrarYs program and services wrll be
planned and analyzed. This office will also provide a confidential space where staff reviews
can be perivimed and where s1aff and the publie can come into a private office to discuss
confidential issues. The regional manager's office will often be used to greet and welcome
VIPs, including joint-use participants, danors, government and library board officials and
corporate partners. It sesves as the resolution of tast resor for staff and public as well as the
first point of press contacl.

Occupancy

OFFICE: 1
VISITOR SEATS: 4

Future Flexibility & Expandability

Sufficient flexibility should exist 1o allow the rearrangement and remadeling of this space. it
is not expected that this area would need {o be expanded.

Security & Supervision
This is a stafl area and access is controlled by lock.
Spatial Relationships
The regional manager's office must be adjacert to the adminishative siaff office as well as

the branch manager's office. It should be close to the business and the District Librarian's
office, reception & waiting area and conference room.

ADJACENT:
Administrative Staff Office
Branch Manager's Office
CLOSE:
Business Office
District Librarian's Office
Reception & Waiting Area
Conference Room
PROXIMITY:
Administrative Rest Room

Acouslics

Normal office noise generated from telephone conversallons‘ efc. Exlra- ordlnary acousllcat
dampening strategies musl be utilized due ta lhe confidential nature of many dtscusswns

Space Finishes : L “ g
As an important part of ihe stafl and public's Impresslon of the Ilbrary, lhIS oﬁlce must prOJecl
profassional competency and reflect a serious, calm and thoughtful image. Patrons who
come !0 this office are generally extremely upset, so soothing colors and finishes are
important. The walls and carpet will not see the heavy use of regular public areas, but still
must maintain a professional appearance for many years of normal use.

CEILING:
Acouslical
WALLS: R
Vinyl or Fabric walt covering
FLOOR:
Carpet or Carpet Tile

Mumination

The light level should average at feast 30 to 40 fool candles minimum with 60 foot candles
preferred over work surfaces. Standard non-glare office lighting such as a deep-cell
parabolic fluorescent fixture with semi-specular aluminum louvers is acceptable. Some
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lighling should be dimmable and task Irghts should be present on the desk

Fenestration - o S e
Windows are hlghly desired as long as they donl creale glare on computer screens

HVAC

Care should be taken in the location of lhe HVAC vents to avoid drafls on the mhabltants
I ndwrdually-comrollecl thermoslat.

Electrical

To be delermined by the electrical consultanl "Storms & Lowe" durmg the Architectural
Design Development Phase.

Data Commitnications

Provide one standard quad communications outlet (two voice and two data) celocaled with
associated power at any workslation location, mounted on the wall 8° above the desk or 15"
ahove the finished floor; and one standard quad communications outlet {two voice and two

data) co-located with associated power on all other walls.

To provide universal access to power and data connections, wall-mounted receplacles and
outlets can be installed no less than 15" above the finished ftoor for forward reach access
and no less than 9" above the finished floor for side reach access, with 2 minimum of 30°
wide x 48" deep clear floor space. If no alternatives are provided 1o receptactes mounted at
6" above the work surface, the depth of the work surface cannot exceed 24" for a side reach
or 25" for a forward reach at accessible locations.

AV Communications
Provide one cable oullet.
Signage
Sign on the door that says: “Regional Manager”.

ADA (Disability Requirements) -
The dogrways leading to the office shall be minimum 32‘ in clear w:dth The floors ot a
given story are at a common level throughout, o are connected by ramps for no more than
8.33% or passenger elevators.
The required stike side clearances of interior doors shall be 18” minimum and 24° minimum
for exterior doors. Minimum required ctearance on the Jatch side is 127 if doors are equipped
with both lalches and closers. Provide a ¢lear distance {length} of 60" at the door pull side
{lhe direction of the door swing) and 48" in length at the push side,
All aisles serving one side are a minimum of 36" in width and 44™ minimum if serving bolh
sides. Corridors, which serve an occupancy ioad of 10 or more, must be a minimum of 44"
wide. Corridors and hallways lhat are located on an accessible roule and exceed 2060°-0” in
fength must have a minimum clear width of 60" for two wheelchairs to pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 14" per 5" in length. If an accessible aisle is less than 607 wide, then turning
and passing spaces of 60" by 60" must be localed at any obstruclion and at reasonable
intervals not exceeding 200",
The height of fixed or built-in worktables and counters is between 28" to 34" from finished
floors. A mintimum of 30™wide x 48 deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 27"
high, 30" wide and 19" deep.

Furmture and Equupment

: “UNIT ~ UNIT EXTENDED
Description of Furniture & Eguipment Units QTY SQFT SQFT

Special Purpose
Lamp, Desk 1 0 L]
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UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Staff Workspace
Chair, Department Head's 1 0 0
Chair, Visitor's 4 (] ¢
Credenza 1 25 25
Pesk, Professional 1 60 60
Shelving, SF 84"H Wood Wi 6 Shelves 4 12 48
Table, Conference 1 100 100
Technology
Computer, Staff Portable 1 0 0
Telephone Handset 1 0 0
_A_ Libris Deslgn Buikling Program Fontzna Library and Resource Technotagy Center
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T he pnmary functlon ofthc Audto V:sual (AV) lerary Is lo prowdc llbrary patrons w1th access
10 a variety of audio-visual collections such as audio-books {books-on-tape), audio casselfes,
video cassettes, audio compact discs, records, art prints, CD-ROMs, DVDs and any other AV
media as it is developed in the future.

Adult and young adult library patrons will enter the AV library and browse through attractively
displayed media shelving units, They will often select some form of media and be guided by the
slaff to technology workstations where the media can be viewed or listened to on the appropriate
equipment. AV materials for children are located in the Children’s Library.

ISPATIAL RELATIONSHIPS

T

Many patrons will enter the Audio-Visual lerary from either the Browsing or from the main
entrance of the Jibrary afler passing by the circulation desk. The AV library should be in the
proximity to the Young Adult Services since young adults are often attracted to AV materials.
Further, the AV Library should be relatively close to the Children's Library so that parents can
browse here after dropping their children off in the Children's Library.

ADJACENT:

Browsing
Periodicals Collection

CLOSE:

Children’s Library
Circulation Services
Library Entrance

PROXIMITY:
Young

Aduli Services

#+%%%  This Division implements the following goals:

1} " Pcople of all ages in Fontana will have the resources
and services lo enhance their personal, recreational,

business, career and lifelong Jeaming goals.”

2) "The Fontana community will have equal access 1o
information and resources in the Library, as well as
remoele access from home, school, or business.'

DIVISION:SPACE SUMMARY -~ ... . .. " SQFT
Adaptive Technology Visually Disabled 200
AV Coflection & Seating 1,831
! AV Storage Room 120
_JOTAL: 2,151 |
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Flmct onal Actl\nty SRR o
Adult and young adun hbrary patrons will come mto this area in search of AV matenals for
the disabled to preview in the library as well as to check-out for home use. Patrons wifl be
able to make a qmck check of the OPACs Iocaied in this area.

Dccupancy ' '

WORKSTATIONS 3

Future Flexibility &: Expandability.

Sufficien! flexibility should exist to allow the rearrangement and remodehng of this space. |t
is not expected that this area would need 1o be expanded.

Security & Supervision
This area is controlled by a lock.

'Spatlal Relationshlps ' '

This space should be just off the main traffic pattern exlending from the Ilbrary entrance and
circulation desk into the main pan of the library,

ADJACENT:
AV Colleclion & Seating
New Book Display
AV Storage Room
CLOSE:
Information Desk
Circulation Desk
Public Entrance & Lobby
Young Adult Collection & Sealing
PROXIMITY:
Circulation Services
AWAY:
Non-Fiction Collection & Seating
Reference Collection & Seating
Acoustics -

This room wuli actually generate a fair amount of noise, because of the mierchange between
the sludents and the instructor, but also because of the noise generated from the
equipment. Care should be taken to acoustically insulate this area from other areas in the
library so that the instruction is not disturbed, and so the instruction does not disturb olher
parts of the Iibfary.

Space Flrﬁshes S
Interior finishes should be durable but basic.

CEILING:
Acoustical

WALLS:

112 View Glass w/ Vinyl, Sisal or Fabric walt covering over acoustical panels.

FLOOR:

- Carpet or Carpet Tile.

Illumlnatlon ’
The light levet of up to 50 foot candles is desirable al times, but will usually be at
approximately 30 to 40 foot candles or lower at desk top during computer demonstrations.
The lighting should be dimmable and controlled at boih the entrance to the room as well as
at the instructor's station. The lights at the front of the room should be able to be dimmed
down to little or no light so that the AV screen is visible. Lights in the rest of the room should
be independently contrelled so that they may be at a slightly higher level for note taking
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during computer screen pmjechons

.Fenesti'atlon w o
Windows are a detnmenl for two reasons: 1, ’lhey pose the security concern for the
computer equipment, and 2. they introduce a potential source of glare on VDT screens. |
windows are present in the room, they need to be secured to prevent theft and they need to
have a window lreatment which will control glare

HVAC

The HVAC system wnll need to be able to handle not only the people load in the room, but
alsc the heal generated by the various pieces of electronic equment

Data Comniunications
Provide one single dala drop (jack) per table or carrel. The ocutlets can be wall-mounted at
6" above the table or carre! work surface, wall-mounted at 15" above the finished floor, or in
recessed floor boxes accommodating two, four or more drops (jacks). The data cabling can
also he distributed via conduit and J-boxes with the data drops integrated into the furniture.
Associated power will be required consisting of one duplex power receptacle for every data
drop provided to support one compuler and one monitor.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed na less than 15" above the finished floor for forward reach access
and no less than 9” above the finished floor for side reach access, with a minimum of 30"
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 24" for a side reach or 25" for a forward reach at accessible locations.

Signage
Sign on the door that says: *Adaptive Technology Visually Disabled”

ADA (Disability Requirenients)
The doorways leading to this space shall be minimum 32" in clear width. The floors of a
given story are al a common level Ihroughout.
Allhough required throughout the library, pay special attention and provide and infegrate both
visual and audible alarms for emergency warning systems.
Visual Alarms
Lamp is a xenon strobe type or equivalent. The color of light is clear and nominal unfiitered
white. The maximum pulse duration of alarms are 0.2 second wilh a maximum duty cycle of
40 percent. The intensity of the light if 75 candela minimum and the flash rate is a minimum
of 1 Bz and a maximum of 3 Hz. Mount appliances at 80" above the highest floor level
within the space or 6" below the ceiling, whichever is lower.
Audible Alarms
Audible alarms shall produce a sound that exceeds the prevailing equivalent sound level in
ihe room or space by at least 15 db or exceeds any maximum sound level with a duration of
60 seconds by 5 db, whichever is louder. But sound levels for alarm signals shall not
exceed 12 db.

.Furniture and Equipment

UNIT  UNIT EXTENDED'

Description of Furniture & Equipment Unils Qry SQFT SQFT
Staff Workspace _
Workstation, AV Counter - - S ot 2 00 200
Technology ,
Chair, Technology Workstation 3 0 1]
Computer, Public Desktop 3 0 0
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Av .co|_|____e,gffi6r'i-f-&_ls'e,ating

Funttional Activity _ ' ' :
Adult and young adult library patrons will come into this area in search of AV materials to
preview in the library as well as ta check-out for home use. Palrons will be able to make a
quick check of the OPACs located in this area if they are unable to find what they are looking
for by browsing ihrough the AV callection.

The AV materials will be displayed in a face-out manner and marketed as part of the library's
popular library rote. Library patrons will be able to briefty preview selected media at
lechnology worksiations in this area as well.

Oecbpancy :
READER SEATS: 8
TECHNOLOGY WORKSTATIONS: 8
Future Fiexibility & Expandability
This area may need to be expanded in the fulure as the collections grow. To that end,
flexibility shouid be a goal, and a potential expansion plan would be wise.

Security & Supervision
This area will be supervised by lhe staff at the Circutation Desk.
Spatial Relationships

This space should be just off the main traffic pallern extending from the library entrance and
circulation desk into the main part of the library.

ADJACENT:
New Book Display
Current Magazines & Newspaper Display & Seating
Adaptive Technology Visually Disabled
CLOSE:
Children’s OPAC & Entrance
Circulation Desk
Information Desk
Public Entrance & Lobby
PROXIMITY:
YA Collection & Cyber Cafe
AWAY:

Non-Fiction Collection & Seating
Reference Collection & Seating

" This space will be 'no'isy because of its proxirﬁity to the information desk, entl:y and new book
browsing display. Standard acoustical dampening strategies should be employed to keep
noise generated in this space from Spreadmg throughoul the library.

Sbaca Fimshes
The floor hmshes must be of hlgh durabllrty. aitractwe and as maintenance free as possible
since they will get very heavy traffic. Walls finishes should be attractive as well as highly
durable and easy to clean.

CEILING:
Acoustical
WALLS:
Highly durable: Sisal, vinyl or fabric wall covering
FLOOR:
Carpet Tile

Mumination

A Libris Design Building Program Fontana Library and Resource Technology Certel
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The light leve! should average at least 30 to 40 foot candles minimum with 5¢ foot candles
preferred over work surfaces. Standard non-glare lighting such as deep-cell parabolic
ﬂuorescenl ﬁxtu re with semi-specular alummum louvers is acceptable.

| Temperalure éhould be maintained between 68° and 72° with a relative humidily of 40 - 60%
for collection preservation and human comfort. Thermostats in public areas should have
Iockable COvers.

Electncal

Associated power will be requured cons:stmg of one duplex power [eceplacle for every dala
drop provided to support one computer and one monilor, If there is additional audio-visual
equipmen, additional power receptacles will be required.

Data Commumcations

Provide one single data drop (jack) for every audio-visual enabled carrel. Outlets can be
wall-mounted at 6° above the work surface or in recessed floor boxes accommodaling two,
four or more drops (jacks). Alternatively the data cabling can be distribuled via conduit and
J-boxes with the data drops integrated into the furniture.

To provide universal access to power and data connections, wall-mounled receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no fess than 9" above the finished floor for side reach access, with a minimum of 307
wide x 48” deep clear floor space. If no alternatives are provided to receptacles mounted al
6" above the work surface on the back wall of a carrel, the depth of the worksurface cannot
exceed 24" for a side reach or 25" for a forward reach at accessible localions.,

Telephone Communications
Provide one single data drop {iack) per table ar carrel. The gutlets can be wall-mounted at
6" ahove the table or carrel work surface, wall-mounted at 15" above the finished floor, or in
recessed floor boxes accommodating two, four or more drops (jacks). The data cabling can
also be distributed via conduit and J-boxes with the data drops integrated into the furniture.
Associaled power will be required cansisting of one duplex power receplacle for every data
drop provided to support one computer and one monitos.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed na less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for side reach access, with a minimum of 307
wide x 48" deep clear floor space. [f no alternatives are provided to receptacles mounted at
6" above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 24" for a side reach or 25" for a forward reach al accessible locations.

Sighage : :

Reguired signage includes major area direclional and |denhf|cahon sign whlch can be seen
from the Library Entrance, OPAC Area, and Circutation Desk. This directional sign (“AV
Collections™) must be wall-mounted or ceiling hung at least 80" high when suspended
overhead on a path of travel and must have characters and numbers that are appropriately
sized according (o the viewing distance, but no less than 3" in height. Characlers must have
a width-to-height ralic of between 3.5 and 1:1 and a stroke width-to-height ratio between 1:5
and 1:10; must contrast with their background; and must be in a matte, eggshell, or other

.-non-glare finish. Permanent raom identification signage (“AV Collections”™) must be wall-
mounted on the latch side of any door or entrance at 60" above the finished floor and shall
be 1/32" raised uppercase. sans serif type characters accompanied by Grade ! Braille.

Signage requirements include direclional signs for major collection categories, such as
“Videos,” “Casseltes,” "CDs,” "DVDs,"” and "Audio Books". A changeable inserl sign system
is required for stack end panels. Shell face sign catriers may be required.

Additional requirements include fire and life safely Ilghted exit signs, and may include a
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building floor direciory, pictogram flag signs in traffic paths for elevators or rest rooms,
restriction signs (e.g., "Emergency £xil Only”), changeable and permanent information signs
(e.g., “Videos Circulate for One Week") and donor recogn:tlon plaques

ADA (Disability Requirements)

Atleast 5% or a minimum of one of each element of fi xed seatlng, tables, study carrels,
computer stations, etc. in each area is accessible to persons with disabilities. Aisles
between bookshelves and book stacks are 44" wide minimum if they serve on both sides
and 36" wide minimum if serve on one side. For major circulation path, provide minimum
60" in width.

‘The height of fixed or built-in worktables and counters is between 28" to 34" from finished
floors. A minimum of 30°wide x 48° deep clear floor space under these tables and counters
must be provided. Knee clearance al such tables, counters and work surfaces is at least 27"
high, 30" wide and 19° deep.

Display area shall have a minimum clear aisle width of 44”. Catalogs and displays should be
wilhin accessible reach with a maximum height of 48”. But the lowest usable portion of
catalogs must be located a minimurm of 187 above the finish floor.

Provide and integrate both visual and audible alarms for emergency warning systems. Lamgp
of visual alarms is a xenon strobe type or equivalent. The color of light is clear and nominal
unfilered while. The maximum pulse duration of alarms are 0.2 second with a maximum
duty cycle of 40 percent. The intensity of the light if 75 candela minimum and the flash rate
is a minimum of 1 Hz and a maximum of 3 Hz. Mount appliances at 80" above the highest
floor level within the space or 6" below the ceiling, whichever is lower.

Audible atarms shall produce a sound that exceeds the prevailing equivalent sound level in
the room or space by al least 15 db or exceeds any maximum sound level with a duration of
60 seconds by 5 db, whichever is louder. But sound levels for alarm signals shall not
exceed 12 db.

All aistes serving one side are a minimum of 36" in width and 44" minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44"
wide. Corridors and haliways that are located on an accessible route and exceed 200-0" in
length musl have a minimum clear width of 60° for iwo wheelchairs to pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase 1he accessible aisle reguirement in
increments of 1 %" per & in length. i an accessible aisle is less than 60” wide, then turning
and passing spaces of 607 by 60° must be located at any obstruction and al reasonable
intervals not exceeding 200",

Bookshelves are located 547 high maximum above finish floor unless an attendant is
available to assist individuals with disabilities.

Shelf height in open book stacks is resiricted. However, atiendant(s) should be provided for
assistant.

Fumiture and Equment

UNIT UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Reader's Seats |
Chair, Reader's 8 15 120
. Table, Reader’s - . . . . . , o © 2., .100 0 200
Shelving
36" Aiste SF 66"H Steel Shelving Wi 5 Shelves 12 12 144
1800 Audiobogk Cassetle
Audio Cassefte SF 66” Shelving Unit W/ 4 Zig-Zag Shelvs 8 12 96
945 Audio Casselte
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......... UN]T EXTENDED
SQFT SQFT

Description of Furniture & Equipment Units

Audio G} §F 66 Shelving Wi 4 Sliding Browser Boxes 6 15 90
2250 Audio Compact Disk {CD)

CD-ROM SF Shelving Unit W/ 4 Sliding Browser Boxes 1 12 12

200 CD-ROM

OVD Flip File Browser 21 25 525
6600 DVD

Video Cassette SF 66” Shelving Unit W/ 4 Divider Shelvs 12 12 144
1320 Video Cassetle

Special Purpose

Lamp, Table 4 0 0
Technology
Audio Cassette Tape Player/Recorder 2 0 0
CD Player 2 0 0
Chair, Technology Workstation 8 15 120
Computer, OPAC {On-Line Public Access) Desktop 2 10 20
Computes, Public Deskiop 7 Lt} 0
Computer, Public Desktop Spanish Language 1 0 0
DVD Player 3 0 a
Headphone, AV 10 0 0
Video Cassette Player/Recorder 3 0 0
Workstation, Technology Carrel g 45 360
' .A Libeis Design Building Program Fontana Library and Resource Technology Center
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Functionial Activity
This area provides space for general AV Itbfary storage.

Future_F_Iexlb_llity & Expandability
It is not anticipated that this area would change purpose or require expansion.

Secunty & Supervision
This area should have a set of double doors (ar extra wide single door) for bringing bulky
equipment in and out of the room and a lock on the doors will control access.

Spatial Relationships
This space should be just off the main Iraffic pattern extending from the library entrance and
infarmation desk into the main part of the library.

ADJACENT;
Adaptive Technology Visually Disabled
CLOSE:
AV Collection & Seating
Circulation Desk
AWAY:
Non-Fiction Collection & Seating
Reference Collection & Seating
Acoustics

The sound generated in this area must be dampened and not permitted to disturb any
nearby library public service spaces.

Space Finishes
This area will be industial in nature.

CEILING:

Exposed structure
WALLS:

Concrete or glazed and textured CMU, or unpainied sheet rock
FLOOR;:

Sealed Concrele

Niumination
Interior lighling will be industrial sirength fixiures that deliver a minimum of 30 foot candles at
floor level.

Fenestration
Mo windows.

HVAC

This épace will generally be a low temperature and humidity space. An individual thermosiat
may be desirable in order 1o maintain this setting.

Telephone Communications

Provide one slandard quad communications oullet (two voice and two dala) co-located with

associated power at any workstation localion; mounted on the wall 6” above the desk or 15”

above the finished floor; and one standard quad communications oullet (two voice and two
- dala) co-located wilh assocuated power on-all other walls. -

To provide universal access to power and data conneclions, watt-mounted receptacles and
oullets can be installed no less than 15" above the finished floor for forward reach access
and no Jess than 97 above the finished floor for side reach access, with a minimum of 30°
wide x 48" deep clear floor space. If no alternatives are provided to receptacies mounted at
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or 25" for a forward reach at accessmle locations.

Signage :
Sign on any door into thrs space that says “AV Storage
ADA (Disability Requlrements) - :

Storage rooms must be accessible by a 36" aisle. A storage room requires a 36 WIdB door
with a minimum clearance of 32", Interior doors ¢an require no more than 5 pounds of
pressure to operate with hardware mounted no higher than 48" above finished floor.
Thresholds cannot exceed 1/2" in height.

Furniture and Equipment

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QrY SQFT S5QFT
Technology
Cabinet, AV Media Storage 4 30 120
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BROWSING |

[FUNCTIONAL ACTIVITY -

The primary function of the Browsmg division is to prowdc ‘;pace for new books o be dlspla) cd
in order to increase the public's access to the library’s most recently purchased books. The new
book display arca should provide an attractive, functional display of recent library acquisitions
and also a comfortable area for patrons to examine the materials they may wish to check out.

[SPATIAL RELATIONSHIPS. B o]

When patrons enter the library, they should be ablc 0 3 see and have 1rnmethate access to the
Browsing collection. Many will enter this area, select a new book and leave the library by way
of the Circulation Desk. Others will enter the library, browse in this area and then go on to other
areas of the Jibrary, most notably the audio-visual and fiction collections.

Another typical pattern is for a parent to enter the library, drop their child off in the Children's
Library and then return to Browsing to select a book for themselves. It is highly desirable to
have the Children'’s Library visible and close to Browsing so that parcnts can keep an eye on
their children's activities while they are browsing through the new books.

Patrons will also enter the library and browse in the new books display area, and then go on to
the fiction ceollection to select additional books before returning teo the circulation desk and
subsequenily leaving the library.

ADJACENT:
Audio-Visual Library
Periodicals Cotlection
CLOSE:
Children’s Library
Circulation Services
Library Entrance

*¥xx¥++ This Division implements the following goals:

1) * People of all ages in Fontana will have the resources
and services to enhance their personal, recreational,
business, career and lifelong learning goals.”

2) "The Fontana community will have equal access to
information and resources in the Library, as well as
remole access from home, school, or business.”

DIVISION SPACE SUMMARY . . ... . . SQFT..
New Book Display _ o _ 472
| o I S TOTAL: . a12
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Functlonal Actwlty S - - T - -
This area houses new hbrary books wh:ch wul be for lhe most part, dtsplayed face out to
increase thelr visibilily and appeal to patrons, Many palrons will enter this area and browse
while standing, but occasionally they will want o sit for brief periods of time to examine a
book more closely. Finding a book on a subject that interests them may also stimulate them
to check the library's catalog for other books on the subject, therefore it is important to have
OPACs located within this space for quick reference. Overall, this space should have the
appearance and feel of a relail marketing space and the shelving which houses the books
should be attractive display units.

Occupancy .
LOUNGE SEATS: 6

Future Flexibility & Expandab;hty

This area may need to be expanded somewhat in the fulure, but it would not be a large
increase in space. However ﬂe;ubmhty should be a goal.

Securlty & Supervision
This area will be supervised by the staff at the Clrculatlon Desk. The shelving and seating in
this area should be carefully arranged so as 1o allow views of the New Book collection from
the Information Desk and Circulation Desk.

Spatial Relationships
The new book display area should be HIGHLY VISIBLE, and should be just to one side of
lhe main traffic pattern in and out of Lhe jibrary. The children’s library shoutd be relatively
close o the new book display area and visible from it. The new book display should be very
close to lhe AV collections and sealing since many times patrons will browse for both new
books as well as new AV materials during the same visit to the library.

ADJACENT:
AV Collections & Seating
Currenl Magazines & Newspaper Display & Seating
CLOSE;
Children's Library
Circulation Desk
Information Desk
Library Entrance
AWAY:
Non-Fiction Coftection & Sealing
Reference Colleclion & Seating
Acoustics P

This area will be farrly noasy because itis close to the circulation desk and AV collectlons
however, this area must begin lhe transition to other parts of the library which must provide a
quieter atmosphere. Standard acousltical dampening strategies should be employed to help
keep the noise generated in lh;s space from spreading throughout the library.

Space Flmshes o
The floor finishes must be of h:gh durablllly, altractive and as maintenance free as possible
since they will get very heavy traffic. Walls finishes should be altractive as well as hlghly
durable and easy to clean

CEILlNG

Acoustical
WALLS:

Highly durable: Sisal, vinyl or fabric wall covering
FLOOR:

Carpet Tile
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Illumlnatmn PR : :
Provide 30 foot candles vert!cally at 30" above the ﬂoor in book dlsplay shelwng Make
certain that the lighting is even on the display unit from one end of a range to the other as
well as from the top of the unit to the bottom as much as possible. The use of accent lighting
to highlight this area is encouraged to help draw patrons to this area as long as it is
appropriate and doesn't create glare {consider light units built into the shelving). Provide
high quality, non-glare light in the seating areas for reading books as well as viewing
computer screens (OPACS etc X

Fenestration :
Natural hght is h|ghly deswab!e in lhlS space

Electrical’ . " CoLl ‘ n
Associated power will be reqwred conmstmg of one du plex power receptac!e for ever)' data
drop provided to support one computer and one monltor

Data Communicatlons -

Provide one standard duplex commumcatrons outlet {one voice and one data) co-located
with associated power at each of the OPAC !ocatlons

Telephone Communicatlons

Provide one single data drop (Jack) per table or carrel The outlets can be wall-mounted at
6" above the {able or carrel work surface, wall-mounted at 157 above the finished floor, or in
recessed floor boxes accommodating two, four or more drops (jacks), The data cabling can
also be distributed via conduit and J-boxes with lhe data drops integrated into the furniture.
Associated power will be required consisting of one duplex power receptacle for every data
drop psovided to suppoit one computer and one monitor,

To provide universal access to power and data connections, wall-mounted receptacles and
ouflets can be installed no less than 157 above the finished floor for forward reach access
and no less than 9° above the finished floor for side reach access, with a minimum of 30"
wide x 48” deep clear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 247 for a srde reach or 25 for a forward reach at accessible Iocatmns

Slg nage : : : o
Required ssgnage mcludes major aread |rect|0nal and identifi callon sign which can be seen
from the Library Entrance, OPAC Area, and Circulation Desk. This directional sign (*New
Books™ or “Browsing Area”} must be wall-mounted or ceiling hung at least 80" high when
suspended overhead on a path of travel and must have characters and numbers that are
appropriately sized according to the viewing distance, but na less than 3" in height.
Characters must have a widlh-ta-height ratio of between 3:5 and 1:1 and a stroke width-to-
height ratio between 1:5 and 1:10; must contrast with their background; and must be in a
matte, eggshell, or other non-glare finish. Permanent room identification signage ("New
Books" or “Browsing Area”) must be wall-mounted on the latch side of any door or entrance
al 60" above the finished floor and shall be 1/32” raised uppercase sans serif type
characlers accompanied by Grade Il Brellle

ADA (Disability Requirements) * .~ -
At least 5% or a minimum of one of each element of f xed seatmg. tables study carrels,
computer stations, etc. in each area is accessible to persons with disabilities. Aisles
between bookshelves and book stacks are 44” wide minimum if they serve on both sides
and 36" wide minimum if serve on one 5|de For rnajor carculatmon path provide mlmmum

- . 60" in width.
The height of fixed or bunt -in worktables and counters is between 28" to 34‘ from f|n|shed
floors. A minimum of 30"wide x 487 deep clear floor space uhder these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 27"
high, 30" wide and 19" deep.

Display area shall have a minimum clear aisle width of 44”. Catalogs and displays should be
within accessible reach with a maximum height of 48", But the lowest usable portion of
catalogs must be Iocated a mmlmum of 18" above the fi msh ﬂoor
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Provide and integrate both visual and audible alarms for emergency warning systems. Lamp
of visual alarms is a xenon strobe type or equivalent. The color of light is clear and nominal
unfiltered white. The maximum pulse duration of alarms are 0.2 second with a maximum
duty cycle of 40 percenl. The intensity of the light if 75 candela minimum and the flash rate
is @ minimum of 1 Hz and a maximum of 3 Hz. Mount appliances at 80" above the htghest
floor level within the space or 6 below the ceiling, whichever is lower.

Audible alarms shall produce a sound that exceeds the prevailing equivalent sound level in
the room or space by at least 15 db or exceeds any maximum sound level with a duration of
60 seconds by 5 db, whichever is louder. But sound levels for alarm signals shall not
exceed 12 db.

All aisles serving one side are a minimum of 36” in width and 44" minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 447
wide. Corridors and hailways that are located on an accessible route and exceed 200°-0" in
length must have a minimum clear width of 60" for two wheelchairs to pass parallel. Greater
distances to an exil, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 %" per 5 in length. If an accessible aisle is less than 607 wide, then turning
and passing spaces of 60" by 60 must be focated at any obstruction and at reasonable
intervals not exceeding 200".

Bookshelves are located 54” high maximum above finish floor unless an allendant is
available 1o assist individuals with disabilities.

Shelf height in operi book stacks is reslricted. However, attendant{s} should be provided for
assistant.

Furmture and Eqmpment

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QTY SQFT SQFT
Reader's Seats
Chair, Lounge o 35 210
Table, Reader's 1 100 100
Shelving
36" Aisle SF 66”H Steel Shelving WI 5 Shelves 9 18 162
539 New Books
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[FUNGTIONAL ACTIVITY .

The primary function of the children's library is o prowdc hbraly books for clnldren and
javeniles up to 12 vears of age. This arca must be exciting and interesting to young children.
The children's staff gives guidance in the choice of books and AV materials, presents story
hours, AV programs, and provides activitics for the creation and display of children’s crafis. The
staff's primary job is 1o introduce children to the pleasures of reading and listening to stories.

The architect and interior designer are encouraged to develop a motif out of children's literature
that will spark the imagination of the children using the library. The children’s library is not just
a scaled down adult library, nor is it desirable to have children view it as a romper room. A
balance must be struck which will encourage children to have fun by developing an intesest in
books, reading, and information secking skills, but not create an inflexible interior arrangement
which children can hurt themselves in or which limits the long term flexibility of the space.

[SPATIAL RELATIONSHIPS - - ]

Children should not have to traverse any part of the adull library to get to the entrance oflhc
children’s library. The entrance to the children's library should be just inside the security systetmn
and very near the circulation desk. When children and parents come out of the Children's
Library, they should literally run into the circulation desk. This relationship wiil faciiitate the
circulation of children’s books.

The entrance to the children's Jibrary should be very close to Browsing and the AV Library as
well. This will allow parents to browse for new books and AV materials and still keep a watch
on their children in the Children’s Libsary.

CLOSE:
Audio-Visual Library
Browsing
Circulation Scrvices
Library Entrance
AWAY:

Non-Fiction Collection
Reference Services
Young Adult Services

**+%+* This Division implements the following goals:

1) " People of all ages in Fontana will have the resources
and scrvices to enhance their personal, recreational,
business, career and Jifelong learning goals."

2) "The Children and Young Adulis of Fonlana will have
the resources and services they require 1o augment
their educational needs.”
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. DIVISION:SF MWA

Children's AV Collection & Seating
Children's Collection & Seating
Children's Desk

Children's Office

Children's OPAC & Entrance
Children's Preschool Play Area
Children’s Program Area
Children's Reference Collection & Seating
Children’s Rest Room

Children's Workroom

Custodial Sink & Supply Closet
Homework Club

Juvenile Collection & Seating
L.I.T.E. Center

L.1.T.E. Office

Study/Tutoring Room "A”
Study/Tutoring Room "B"
Study/Tutoring Room "C"
Study/Tutoring Room "D"
Technotogy Areas

941
2,174
264
142
760
210
1,026
759
N/A
368
85
620
2,819
965
221
120
175
150
150
530

TOTAL: 12479
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Thls space WI|| house 1he aud:&vrsual collectlons for chlldren and Juvemles Poruons of the
coliections may be displayed face-out in an attractive manner and should be highlighted to
attract children and parents. Media may be checked-out for use at home or may be used in
the library at wewmg and listening stations.

Occupancy . L
TECHNOLOGY WORKSTATlONS 8
CHILDREN LOUNGE: 6
ADULT LOUNGE: 7

Future Flexibility & Expandabnhty :
This area may need to be expanded ora dlﬂerent functlon placed here. Flexibility should be
agoal and a potentral expansion plan woufd be W|se .

Secunty & Superwsion _ -
The staff at the Children's Desk will superwse thls area. The shelwng and seating in this
area should be carefully arranged so as to allow views of all parls of the AV collection from
the Children’s Desk.

Spatial Relationships
The AV Collections should be lmmedlately wSIbIe upon entering the Children’s Library.

CLOSE:
Chitddren's Desk
Children's PACE & Entrance

Acoustucs \ :
This will be a very noisy area, and usually happily so, however an effort should be made fo
keep the noise generated in this space from spreading throughout the children’s library.
Since the children's library in general tends to be a noisy area, any and all acoustical
methods that can be ullllzed to reduce sound transmission will be welcomed

Space Flnlshes : : L : L
The floor flnlshes must be staln resustant dlrl repellant durable colorful chﬂd resrstant and
as maintenance free as possible. Wall finishes should be mark resistant, highly durable and
easy to clean. Finishes must be friendly and warm with colorful plastics and laminates
preferred fo stone or tile. To reduce the possibility of injury to children, there should be no
sharp edges or corners. Walls and columns require corner guards.
CEILING:
Acoustical tile
WALLS:
Vinyl or Fabric with tackable panels for sound absorption and display;
Vinyl or carpet cove base
FLOOR:
Anti-static carpet tile or heavy weight commercial carpet with enhanced
backing (No carpet pad permitted): Tile or vinyi around any water fountains

I!Iumlnatlon

 Provide 30 foct candles vertlcally at 30" above the ﬂoor m AV dlsplay shelvung Lighting must

be evenly distributed on the display unit from oné end of a range to the other and from the ~

top to the bottom of the unit. While it is important to highlight the AV materials on the display
shelving, the lighting must not create glare on the materials.

The light in this space must be warm and help reduce the scale of the space; but most
importantly it must attract children and their parents to the AV displays. Consider use of
neen for signage or generally to make the space interesting to children. Provide high quality,
non-glare light for viewing TV and computer screens. Lighting should be zoned so that a
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portion of the fixtures can be turned off for energy savings when naturat lighting is available
of when lower levels of Irghtmg are desirable.

Fenesti'étion
No wmdows are needed

HVAC :

Temperaiure should be maintained between 68° and 72° with a relative humidity of 40 - 60%
for collection preservation and human comfort. Thermostals in public areas should have
lockable covers. Ductwork should be baffled to prevent unacceptable noise levels in reading
rooms.

Data Communications
Provide one single data drop (jack) for every audio-visual enabled carrel. Outlels can be
wall-mounied al 6" above the carrel work surface, wall-mounted al 15" above the finished
floor, or in recessed floor boxes accommodating two, four or more drops (jacks).
Alternatively the dala cabling can be distributed via conduit and J-boxes with the data drops
integrated inlo the furniture.

Associated power will be required consisting of one duplex power receptacle for every data
drop provided to support one computer and one monitor. If there is additional audio-visual
equipment, power receptacles will be required.

To provide universal access to power and dala connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" above the finished floor for a side reach access, with a minimum of 30”
wide x 48" deep clear floor space. If no alternatives are provided to receptacles mounted at
6" above the work surface on the back wall of a carrel, the depth of the work surface cannot
exceed 24° for a side reach or 257 for a forward reach at accessible locations,

Signage
Required signage lncludes a major area directional and |denl|f|catr0n stgn which can be seen
from the Children’s Entrance, Children's OPAC Area, and Children’s Desk.

Signage reguirements include directional signs for major colleclion categories, such as
“Videos,” “Cassettes,” and “Media Kits." A changeable insert sign system is required for
stack end panels. Shelf face sign carriers may be required.

ADA’ (Dlsabll:ty Requirements)
At least 5% or a minimum of one of each element of fixed seatmg, tables, study carrels
computer stations, efc. in each area is accessible o persons with disabilities. Aisles
between bookshelves and book stacks are 44° wide minimum if they serve on both sides
and 36" wide minimum if serve on one side. For major circutation path, provide minimum
60" in width.
The height of fixed or built-in worktables and counters is between 287 to 34" from finished
floors. A minimum of 30°wide x 48" deep clear fioor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 27"
high, 30" wide and 19" deep.

Display area shall have a minimum clear aisle width of 447, Catalogs and displays should be
wilhin accessible reach with a maximum height of 48". But the fowest usable portion of
catalogs must be locatled a minimum of 18” above the finish floor.

Provide and integrate both visual and audible alarms for emergency warning systems. Lamp
of visual alarms is a xenon strobe type or equivalent. The color of light is clear and nominal
unfiltered white. The maximum pulse duration of alarms are 0.2 second with a maximum
duty cycle of 40 percent. The inlensily of the light if 75 candela minimum and the flash rate
is a minimum of 1 Hz and a maximum of 3 Hz. Mount appliances at 80" above the highest
fioor level within the space or 8” below the ceiling, whichever is lower.

Audible alarms shall produce a sound that exceeds the prevailing equivalent sound level in
the room or space by at least 15 db or exceeds any maximum sound level with a duration of
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60 seconds by 5 db, whichever is louder. But sound levels for alarm signals shall not
exceed 12 db.

All aisles serving one side are a minimum of 36" in width and 44" minimum if serving both
sides. Corridors, which serve an occupancy toad of 10 or more, must be a minimum of 44°
wide. Corridors and haliways that are located on an accessible route and exceed 200°-07 in
length must have a minirmum clear width of 60” for two wheelchairs to pass parallel. Greater
distances to an exit, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 42" per &' in length. If an accessible aisle is less than 60° wide, then turning
and passing spaces of 60" by 60" must be located al any obstruction and al reasonable
intervals not exceeding 200,

Bookshelves are located 54" high maximum above finish floor unless an aftendant is
avafilable to assist individuals with disabilities.
Shelf height in open book stacks is restricted. However, altendani(s) should be provided for
assistant,

Furniture and Equipment

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units Q1Y SQFT SQFT
Reader's Seats
Chair, Child’s Lounge [ 20 120
Chair, Lounge 7 35 245
Table, End 4 10 40
Shelving
Audio Cassette SF 66" Shelving Unit Wi 4 Zig-Zag Shelvs 3 12 36
300 Audice Cassette
Audio CD SF 66” Shelving Wi 4 Sliding Browser Boxes 2 12 24
390 Audio Compaci Disk (CD)
CD-ROM SF Shelving Unit Wi 4 Sliding Browser Boxes 1 12 12
200 CD-ROM
DVD SF Shelving Unit W/ 4 Sliding Browser Boxes 8 15 120
2720 bvD
Video Cassette SF 66” Shelving Unit WS 4 Divider Shelvs 2 12 24
118 Video Cassetle
Technology
CDfCasseite Tape Player 2 0 0
Chair, Technology Workstation 8 0 ]
Computer, OPAC {On-Line Public Access) Desktop 2 0 0
Computer, Public Desktop 5 0 0
Computer, Public Desktop Spanish Language 1 0 0
DVD Player 4 0 0
* Headphone, AV N 8 0 0
Video Cassette Player/Recorder 1 0 0
Workstation, Technology Carrel 8 40 320
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Gh“d"'énscouectro & Seating

Functlonal Activ:;y :
This area of the ch;ldren s library houses the print collections for young children The
collections consist primarily of picture books, easy readers, and award winning books.
There will also be space for seating for both young children and their parents. Young
children with the assistance of the fibrary staff and their parents will select reading materials.
Parents will frequently sit down and read books together with their children. The library staff
will assist young readers in this area by finding books on specific subjects or at appropriate
reading levels. '

Occpipancy
READER SEATS: 44

Future Flexibility & Expandabsility
This area may need to be expanded in Lhe future as the collection grows. To that end,
flexibility should be a goal, while a potential expansion plan would be wise.

Security & Supervision
Children's Desk staff will supervise this area. To the extent possible, all areas of this space
should be easily viewable from the desk.

Spatial Relationships
The children's collection and seating area needs {o be adjacent to the children's desk so that

staff can supervise and assist young children. This space shou'd be dose o and visible from
the children’s enlrance.

ADJACENT:
Juvenile Collection & Sealing
Children’s Desk
CLOSE:
Children's Preschool Play Area
Children's Program Area
L.L.T.E. Center
PROXIMITY:
Children's OPAC & Entrance
Children's Rest Room
Acoustrcs : :
This wilt be a htghly noisy area Standard acoustical dampenlng stralegles musl be utlhzed
Space Finishes

This space shoutd be colorful and playful and should be desrgned around a theme thalis
appropriate for young children. The fioor finishes must be of high durability, colorfut, chitd-
resistant and as maintenance free as possible. Walls finishes should be highly durable and
easy to clean. Finishes must be friendly and warm (e.g., colorfut plastics and laminates are
preferred to stone or tile).

CEILING:
Acoustical

WALLS:

... .- Vinyl or Fabric w/ acoustical panels behind for sound absorption, .

FLOOR: o '

: - Garpel Tile

lllumination
Provide 30 foot candles vertically at 30" above the floor in the bookstacks. Make certain that
the lighting is even in the hooksiack from one end of a range to the other as well as from the
top of the bookstack to the bottorn as much as possible. Provide non-glare and shadowless
light within the aisles for an even disiribution of light to make reading book spines and books
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in the stacks easy. Provide a minimum of 30 to 40 foot candles of light (with 50 foot candles
preferred) at table top level in the seating areas. Provide high quality, non-glare light in the
sealing areas for reading books as well as viewing computer screens {(OPACSs, poriable
computers etc.). The light must be warm and help reduce the scale of the space. Any
display cases must have an internal light.

Fénestration
Some natural Tight is highly desrrable

HVAC
Temperature should be mamtamed between 68° and 72° with a reiatwe hum|d|ty of 40 60%
for collection preservation and human comfort. Thermostats in public areas should have
fockable covers. Ductwork should be baffled to prevent unacceptable noise levels in reading
roOms.

Data Communications e
Provide one single data drop (jack) per reader seat with a mlntmum requ;rement of network
connectivity to at least two-thirds of the tables and carrels. The outlets can be wall-mounted
at 6" above the table or carrel wark surface, wall-mounted at 157 above finished floor, or in
recessed floor boxes, accommodating two, four or more drops (jacks)., The data cabling can
also he distributed via conduit and J-boxes with the data drops integrated into the furniture,

Associaled power will be required consisting of one duplex power receptacle for every data
drop provided to suppoit one computer and one monitor.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be inslalled no less than 15" above finished floor for forward reach access and
no less than 97 above finished floor for side reach access, with a minimum of 30" wide x 48"
deep clear floor space. If no alternatives are provided lo receptacles mounted al 6” above
the work surface on the back wall of a carrel, the depth of the work surface cannot exceed
24" {or a side reach or 25" for a forward reach at access;bie locallons

Telephone Communications - it
Provide one single data drop (jack) per table or carrel. The outIets can be wall mounted at
6" above the table or carrel work surface, wall-mounted at 15” above the finished floor, orin
recessed floor boxes accommaodating two, four or more drops {jacks). The data cabling can
also be distributed via conduit and J-boxes with the dala drops integrated into the furniture.
Associated power will be required consisling of one duplex power receptacle for every data
drop provided to support one computer and one monitor.

To provide universal access to power and data connections, wall-mounted receptacles and
outlets can be installed no less than 15" above the finished floor for forward reach access
and no less than 9" gbove the finished floor for side reach access, with a minimum of 307
wide x 48" deep clear flpor space. If no alternatives are provided to receplacles mounted at
§" above the work surface on the hack wall of a carrel, the depth of the work surface cannot
exceed 24” for a side reach or 25 for a forward reach at accessible Iocallons

Slgnage ) .
One large sign which says: "Children’s Books", and smaller signs whrch say “Pscture Books”
& "Easy Books.” All signage should be visible from the children’s entrance, OPAC's and
desk.

ADA {Disabitity Requirements) : -
At least 5% or a minimum of one of each e!ement of fixed seatmg, tables. study carrels,
compuler stations, etc. in each area is accessible 1o persons with disabilities. Aisles
between bookshelves and book stacks -are 44" wide minimum if they serve on both sides
and 38" wide minimum if serve on one side. For major circulation path, provide minimum
607 in width.
The height of fixed or built-in worktables and counters is between 28" to 34” from finished
floors. A minimum of 30"wide x 48" deep clear floor space under these tables and counters
must be provided. Knee clearance at such tables, counters and work surfaces is at least 277
high, 30" wide and 19" deep.
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Display area shall have a minimum clear aisle width of 44°. Calalogs and displays should be
within accessible reach with a maximum height of 48". But the lowest usable portion of
catalogs must be localed a minimum of 18" above 1he finish floor,

Pravide and inlegrate bolh visual and audible alarms for emergency warning systems. Lamp
of visual alarms is a xenon strobe type or equivalent. The color of light is cfear and nominal
unfiltered white. The maximum pulse duralion of alarms are 0.2 second with @ maximum
duly cycle of 40 percent. The intensity of the light if 75 candela minimum and the flash rate
is a minimum of 1 Hz and a maximum of 3 Hz. Mount appliances at 80" above the highest
floor level within the space or 6™ below the ceiling, whichever is lower.

Audible alarms shall produce a sound that exceeds the prevailing equivalent sound level in
the room or space by at least 15 db or exceeds any maximum sound level wilh a duration of
60 seconds by 5 db, whichever is louder. But sound levels for alarm signals shall not
exceed 12 db.

All aisles serving one side are a minimum of 367 in width and 44” minimum if serving both
sides. Corridors, which serve an occupancy load of 10 or more, must be a minimum of 44"
wide. Corridors and hallways that are located on an accessible route and exceed 200°-0" in
length must have a minimum clear width of B0™ for two wheelchairs to pass paraliel. Greater
distances ta an exil, cross aisle, or foyer, increase the accessible aisle requirement in
increments of 1 %" per 5’ in length. If an accessible aisle is less than 60" wide, then turning
and passing spaces of 60" by 60" must be localed at any obsfruction and at reasonable
intervals not exceeding 200",

Bookshelves are located 54” high maximum above finish floor unless an attendant is
available to assist individuals with disabililies.

Shelf height in open book stacks is restricted. However, attendant(s) should be provided for
assistant,

UNIT  UNIT EXTENDED

Description of Furniture & Equipment Units QrYy SQFT SQFT
Reader's Seats
Chair, Child’s 44 0 0
Table, Children's 4 |80 320
Table, Children's Slant Top 3 90 270
Shelving
36" Aisle OF 45" Steel Shetving W/ 6 Shelves 17 24 408
§006 Chiklren's Easy Readers
36" Aisle SF 45"M Steel Shelving W/ 3 Shelves 47 12 564
8406 Children's Spanish Language
36" Aisle SF 6D"H Steel Shelving Wi 4 Shelves 34 i8 612

8002 Childien's Picture Bogks
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